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649-285-00-9 Hydrocarbons, hydrotreated light naphtha
distillates, solvent-refined;
Low boiling point modified naphtha;
[A combination of hydrocarbons obtained
from the distillation of hydrotreated naphtha
followed by a solvent extraction and disti-
llation process. It consists predominantly of
saturated hydrocarbons boiling in the range
of approximately 94 oC to 99 oC (201oF to
210oF).]

295-436-3 92045-55-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-286-00-4 Naphtha (petroleum), isomerization, C6-
fraction;
Low boiling point modified naphtha;
[A complex combination of hydrocarbons
obtained by distillation of a gasoline which
has been catalytically isomerized. It consists
predominantly of hexane isomers boiling in
the range of approximately 60 oC to 66 oC
(140oF to 151oF).]

295-440-5 92045-58-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-287-00-X Hydrocarbons, C6-7, naphtha-cracking, sol-
vent-refined;
Low boiling point modified naphtha;
[A complex combination of hydrocarbons
obtained by the sorption of benzene from a
catalytically fully hydrogenated benzene-rich
hydrocarbon cut that was distillatively
obtained from prehydrogenated cracked
naphtha. It consists predominantly of
paraffinic and naphthenic hydrocarbons
having carbon numbers predominantly in
the range of C6 through C7 and boiling in
the range of approximately 70 oC to 100 oC
(158oF to 212oF).]

295-446-8 92045-64-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-288-00-5 Hydrocarbons, C6-rich, hydrotreated light
naphtha distillates, solvent-refined;
Low boiling point modified naphtha;
[A complex combination of hydrocarbons
obtained by distillation of hydrotreated
naphtha followed by solvent extraction. It
consists predominantly of saturated hydro-
carbons and boiling in the range of
approximately 65 oC to 70 oC (149oF to
158oF).]

309-871-4 101316-67-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-289-00-0 Naphtha (petroleum), heavy catalytic cra-
cked;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
produced by a distillation of products from a
catalytic cracking process. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C6 through C12
and boiling in the range of approximately
65 oC to 230 oC (148oF to 446oF). It
contains a relatively large proportion of
unsaturated hydrocarbons.]

265-055-7 64741-54-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-290-00-6 Naphtha (petroleum), light catalytic cracked;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
produced by the distillation of products
from a catalytic cracking process. It consists
of hydrocarbons having carbon numbers
predominantly in the range of C4 through
C11 and boiling in the range of approxima-
tely minus 20 oC to 190 oC (-4oF to 374oF).
It contains a relatively large proportion of
unsaturated hydrocarbons.]

265-056-2 64741-55-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-291-00-1 Hydrocarbons, C3-11, catalytic cracker disti-
llates;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
produced by the distillations of products
from a catalytic cracking process. It consists
of hydrocarbons having carbon numbers
predominantly in the range of C3 through
C11 and boiling in a range approximately up
to 204 oC (400oF).]

270-686-6 68476-46-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-292-00-7 Naphtha (petroleum), catalytic cracked light
distd.;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
produced by the distillation of products
from a catalytic cracking process. It consists
of hydrocarbons having carbon numbers
predominantly in the range of C1 through
C5.]

272-185-8 68783-09-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-293-00-2 Distillates (petroleum), naphtha steam cra-
cking-derived, hydrotreated light arom.;
Low boiling point cat-cracked naphtha.;
[A complex combination of hydrocarbons
obtained by treating a light distillate from
steam-cracked naphtha. It consists predom-
inantly of aromatic hydrocarbons.]

295-311-3 91995-50-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-294-00-8 Naphtha (petroleum), heavy catalytic cra-
cked, sweetened;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
obtained by subjecting a catalytic cracked
petroleum distillate to a sweetening process
to convert mercaptans or to remove acidic
impurities. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C6 through C12
and boiling in the range of approximately
60 oC to 200 oC (140oF to 392oF).]

295-431-6 92045-50-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-295-00-3 Naphtha (petroleum), light catalytic cracked
sweetened;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
obtained by subjecting naphtha from a
catalytic cracking process to a sweetening
process to convert mercaptans or to remove
acidic impurities. It consists predominantly
of hydrocarbons boiling in a range of
approxim-ately 35 oC to 210 oC (95oF to
410oF).]

295-441-0 92045-59-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-296-00-9 Hydrocarbons, C8-12, catalytic-cracking,
chem. neutralized;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
produced by the distillation of a cut from the
catalytic cracking process, having undergone
an alkaline washing. It consists predomi-
nantly of hydrocarbons having carbon
numbers in the range of C8 through C12 and
boiling in the range of approximately
130 oC to 210 oC (266oF to 410oF).]

295-794-0 92128-94-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-297-00-4 Hydrocarbons, C8-12, catalytic cracker disti-
llates;
Low boiling point cat-cracked naphtha;
[A complex combination of hydrocarbons
obtained by distillation of products from a
catalytic cracking process. It consists pre-
dominantly of hydrocarbons having carbon
numbers predominantly in the range of C8
through C12 and boiling in the range of
approximately 140 oC to 210 oC (284oF to
410oF).]

309-974-4 101794-97-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-298-00-X Hydrocarbons, C8-12, catalytic cracking,
chem. neutralized, sweetened;
Low boiling point cat-cracked naphtha

309-987-5 101896-28-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-299-00-5 Naphtha (petroleum), light catalytic refor-
med;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
produced from the distillation of products
from a catalytic reforming process. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C5
through C11 and boiling in the range of
approximately 35 oC to 190 oC (95oF to
374oF). It contains a relatively large pro-
portion of aromatic and branched chain
hydrocarbons. This stream may contain 10
vol. % or more benzene.]]

265-065-1 64741-63-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-300-00-9 Naphtha (petroleum), heavy catalytic refor-
med;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
produced from the distillation of products
from a catalytic reforming process. It
consists of predominantly aromatic hydro-
carbons having numbers predominantly in
the range of C7 through C12 and boiling in
the range of approximately 90 oC to 230 oC
(194oF to 446oF).]

265-070-9 64741-68-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-301-00-4 Distillates (petroleum), catalytic reformed
depentanizer;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
from the distillation of products from a
catalytic reforming process. It consists
predominantly of aliphatic hydrocarbons
having carbon numbers predominantly in
the range of C3 through C6 and boiling in
the range of approximately - 49 oC to 63 oC
- 57oF to 145oF).]

270-660-4 68475-79-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-302-00-X Hydrocarbons, C2-6, C6-8 catalytic reformer;
Low boiling point cat-reformed naphtha

270-687-1 68476-47-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-303-00-5 Residues (petroleum), C6-8 catalytic reformer;
Low boiling point cat-reformed naphtha';
[A complex residuum from the catalytic
reforming of C6-8 feed. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C2 through C6.]

270-794-3 68478-15-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-304-00-0 Naphtha (petroleum), light catalytic refor-
med, arom.-free;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
obtained from distillation of products from
a catalytic reforming process. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C5 through C8 and boiling in the range of
approximately 35 oC to 120 oC (95oF to
248oF). It contains a relatively large pro-
portion of branched chain hydrocarbons
with the aromatic components removed.]

270-993-5 68513-03-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-305-00-6 Distillates (petroleum), catalytic reformed
straight-run naphtha overheads;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
obtained by the catalytic reforming of
straight-run naphtha followed by the frac-
tionation of the total effluent. It consists of
saturated aliphatic hydrocarbons having
carbon numbers predominantly in the range
of C2 through C6.]

271-008-1 68513-63-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-306-00-1 Petroleum products, hydrofiner-powerfor-
mer reformates;
Low boiling point cat-reformed naphtha;
[The complex combination of hydrocarbons
obtained in a hydrofiner-powerformer pro-
cess and boiling in a range of approximately
27 oC to 210 oC (80oF to 410oF).]

271-058-4 68514-79-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-307-00-7 Naphtha (petroleum, full-range reformed;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
produced by the distillation of the products
from a catalytic reforming process. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C5
through C12 and boiling in the range of
approximately 35 oC to 230 oC (95oF to
446oF).]

272-895-8 68919-37-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-308-00-2 Naphtha (petroleum), catalytic reformed;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
produced by the distillation of products
from a catalytic reforming process. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C4
through C12 and boiling in the range of
approximately 30 oC to 220 oC (90oF to
430oF). It contains a relatively large pro-
portion of aromatic and branched chain
hydrocarbons. This stream may contain 10
vol.% or more benzene.]

273-271-8 68955-35-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-309-00-8 Distillates (petroleum), catalytic reformed
hydrotreated light, C8-12 arom. fraction;
Low boiling point cat-reformed naphtha;
[A complex combination of alkylbenzenes
obtained by the catalytic reforming of
petroleum naphtha. It consists predomi-
nantly of alkylbenzenes having carbon
numbers predominantly in the range of C8
through C10 and boiling in the range of
approximately 160 oC to 180 oC (320oF to
356oF).]

285-509-8 85116-58-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-310-00-3 Aromatic hydrocarbons, C8, catalytic refor-
ming-derived;
Low boiling point cat-reformed naphtha

295-279-0 91995-18-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-311-00-9 Aromatic hydrocarbons, C7-12, C8-rich;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
obtained by separation from the platfor-
mate-containing fraction. It consists predo-
minantly of aromatic hydrocarbons having
carbon numbers predominantly in the range
of C7 through C12 (primarily C8) and can
contain nonaromatic hydrocarbons, both
boiling in the range of approximately
130 oC to 200 oC (266oF to 392oF).]

297-401-8 93571-75-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-312-00-4 Gasoline, C5-11, high-octane stabilized refor-
med;
Low boiling point cat-reformed naphtha;
[A complex high octane combination of
hydrocarbons obtained by the catalytic
dehydrogenation of a predominantly
naphthenic naphtha. It consists predomi-
nantly of aromatics and non-aromatics
having carbon numbers predominantly in
the range of C5 through C11 and boiling in
the range of approximately 45 oC to 185 oC
(113oF to 365oF).]

297-458-9 93572-29-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-313-00-X Hydrocarbons, C7-12, C >9-arom.-rich, refor-
ming heavy fraction;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
obtained by separation from the platfor-
mate-containing fraction. It consists predo-
minantly of nonaromatic hydrocarbons
having carbon numbers predominantly in
the range of C7 through C12 and boiling in
the range of approximately 120 oC to
210 oC (248oF to 380oF) and C9 and higher
aromatic hydrocarbons.]

297-465-7 93572-35-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-314-00-5 Hydrocarbons, C5-11, nonaroms.-rich, refor-
ming light fraction;
Low boiling point cat-reformed naphtha;
[A complex combination of hydrocarbons
obtained by separation from the platfor-
mate-containing fraction. It consists predo-
minantly of nonaromatic hydrocarbons
having carbon numbers predominantly in
the range of C5 to C11 and boiling in the
range of approximately 35 oC to 125 oC
(94oF to 257oF), benzene and toluene.]

297-466-2 93572-36-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-315-00-0 Foots oil (petroleum), silicic acid-treated;
Foots oil;
[A complex combination of hydrocarbons
obtained by the treatment of Foots oil with
silicic acid for removal of trace constituents
and impurities. It consists predominantly of
straight chain hydrocarbons having carbon
numbers predominantly greater than C12.]

308-127-6 97862-77-6 Carc. 1B H350
H304

GHS08
Dgr

H350
H304

H L

649-316-00-6 Naphtha (petroleum), light thermal cracked;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
from distillation of products from a thermal
cracking process. It consists predominantly
of unsaturated hydrocarbons having carbon
numbers predominantly in the range of C4
through C8 and boiling in the range of
approximately minus 10 oC to 130 oC (14oF
to 266oF).]

265-075-6 64741-74-8 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-317-00-1 Naphtha (petroleum), heavy thermal cra-
cked;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
from distillation of the products from a
thermal cracking process. It consists predo-
minantly of unsaturated hydrocarbons
having carbon numbers predominantly in
the range of C6 through C12 and boiling in
the range of approximately 65 oC to 220 oC
(148oF to 428oF).]

265-085-0 64741-83-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-318-00-7 Distillates (petroleum), heavy arom.;
Low boiling point thermally cracked
naphtha;
[The complex combination of hydrocarbons
from the distillation of the products from
the thermal cracking of ethane and propane.
This higher boiling fraction consists predo-
minantly of C5-C7 aromatic hydrocarbons
with some unsaturated aliphatic hydrocar-
bons having carbon number predominantly
of C5. This stream may contain benzene.]

267-563-4 67891-79-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-319-00-2 Distillates (petroleum), light arom.;
Low boiling point thermally cracked
naphtha;
[The complex combination of hydrocarbons
from the distillation of the products from
the thermal cracking of ethane and propane.
This lower boiling fraction consists predo-
minantly of C5-C7 aromatic hydrocarbons
with some unsaturated aliphatic hydrocar-
bons having a carbon number predomi-
nantly of C5. This stream may contain
benzene.]

267-565-5 67891-80-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-320-00-8 Distillates (petroleum), naphtha-raffinate
pyrolyzate-derived, gasoline-blending;
Low boiling point thermally cracked
naphtha;
[The complex combination of hydrocarbons
obtained by the pyrolysis fractionation at
816 oC (1500oF) of naphtha and raffinate. It
consists predominantly of hydrocarbons
having a carbon number of C9 and boiling at
approximately 204 oC (400oF).]

270-344-6 68425-29-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-321-00-3 Aromatic hydrocarbons, C6-8, naphtha-raffi-
nate pyrolyzate-derived;
Low boiling point thermally cracked
naphtha;
A complex combination of hydrocarbons
obtained by the fractionation pyrolysis at
816 oC (1500oF) of naphtha and raffinate. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nantly in the range of C6 through C8,
including benzene.]

270-658-3 68475-70-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-322-00-9 Distillates (petroleum), thermal cracked
naphtha and gas oil;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
produced by distillation of thermally cracked
naphtha and/or gas oil. It consists predo-
minantly of olefinic hydrocarbons having a
carbon number of C5 and boiling in the
range of approximately 33 oC to 60 oC (91oF
to 140oF).]

271-631-9 68603-00-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro

Códigos de picto-
gramas y palabras
de advertencia

Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-323-00-4 Distillates (petroleum), thermal cracked
naphtha and gas oil, C5-dimer-contg.;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
produced by the extractive distillation of
thermal cracked naphtha and/or gas oil. It
consists predominantly of hydrocarbons
having a carbon number of C5 with some
dimerized C5 olefins and boiling in the range
of approximately 33 oC to 184 oC (91oF to
363oF).]

271-632-4 68603-01-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-324-00-X Distillates (petroleum), thermal cracked
naphtha and gas oil, extractive;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
produced by the extractive distillation of
thermal cracked naphtha and/or gas oil. It
consists of paraffinic and olefinic hydrocar-
bons, predominantly isoamylenes such as 2-
methyl-1-butene and 2-methyl-2-butene and
boiling in the range of approximately 31 oC
to 40 oC (88oF to 104oF).]

271-634-5 68603-03-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-325-00-5 Distillates (petroleum), light thermal cra-
cked, debutanized arom.;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
produced by the distillation of products
from a thermal cracking process. It consists
predominantly of aromatic hydrocarbons,
primarily benzene.]

273-266-0 68955-29-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro

Códigos de picto-
gramas y palabras
de advertencia

Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-326-00-0 Naphtha (petroleum), light thermal cracked,
sweetened;
Low boiling point thermally cracked
naphtha;
[A complex combination of hydrocarbons
obtained by subjecting a petroleum distillate
from the high temperature thermal cracking
of heavy oil fractions to a sweetening
process to convert mercaptans. It consists
predominantly of aromatics, olefins and
saturated hydrocarbons boiling in the range
of approximately 20 oC to 100 oC (68oF to
212oF).]

295-447-3 92045-65-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-327-00-6 Naphtha (petroleum), hydrotreated heavy;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C6
through C13 and boiling in the range of
approximately 65 oC to 230 oC (149oF to
446oF).]

265-150-3 64742-48-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-328-00-1 Naphtha (petroleum), hydrotreated light;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C4
through C11 and boiling in the range of
approximately minus 20 oC to 190 oC (-4oF
to 374oF).]

265-151-9 64742-49-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
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gro

Códigos
de indi-
caciones
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gro
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gramas y palabras
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Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-329-00-7 Naphtha (petroleum), hydrodesulfurized
light;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained from a catalytic hydrodesulfuriza-
tion process. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C4 through C11 and boiling in
the range of approximately minus 20 oC to
190 oC (-4oF to 374oF).]

265-178-6 64742-73-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-330-00-2 Naphtha (petroleum), hydrodesulfurized
heavy;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained from a catalytic hydrodesulfuriza-
tion process. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C7 through C12 and boiling in
the range of approximately 90 oC to 230 oC
(194oF to 446oF).]

265-185-4 64742-82-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-331-00-8 Distillates (petroleum), hydrotreated middle,
intermediate boiling;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by the distillation of products from
a middle distillate hydrotreating process. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C5
through C10 and boiling in the range of
approximately 127 oC to 188 oC (262oF to
370oF).]

270-092-7 68410-96-8 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
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Notas
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gro
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de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-332-00-3 Distillates (petroleum), light distillate
hydrotreating process, low-boiling;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by the distillation of products from
the light distillate hydrotreating process. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C6
through C9 and boiling in the range of
approximately 3 oC to 194 oC (37oF to
382oF).]

270-093-2 68410-97-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-333-00-9 Distillates (petroleum), hydrotreated heavy
naphtha, deisohexanizer overheads;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by distillation of the products from
a heavy naphtha hydrotreating process. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C3
through C6 and boiling in the range of
approximately - 49 oC to 68 oC (-57oF to
155oF).]

270-094-8 68410-98-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-334-00-4 Solvent naphtha (petroleum), light arom.,
hydrotreated;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists predominantly of aromatic
hydrocarbons having carbon numbers pre-
dominantly in the range of C8 through C10
and boiling in the range of approximately
135 oC to 210 oC (275oF to 410oF).]

270-988-8 68512-78-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y
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Códigos de
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de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-335-00-X Naphtha (petroleum), hydrodesulfurized
thermal cracked light;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by fractionation of hydrodesulfu-
rized thermal cracker distillate. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C5 to C11 and boiling in the range of
approximately 23 oC to 195 oC (73oF to
383oF).]

285-511-9 85116-60-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-336-00-5 Naphtha (petroleum), hydrotreated light,
cycloalkane-contg.;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained from the distillation of a petroleum
fraction. It consists predominantly of alka-
nes and cycloalkanes boiling in the range of
approximately minus 20 oC to 190 oC (-4oF
to 374oF).]

285-512-4 85116-61-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-337-00-0 Naphtha (petroleum), heavy steam-cracked,
hydrogenated;
Low boiling point hydrogen treated naphtha

295-432-1 92045-51-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-338-00-6 Naphtha (petroleum), hydrodesulfurized
full-range;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained from a catalytic hydrodesulfuriza-
tion process. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C4 through C11
and boiling in the range of approximately
30 oC to 250 oC (86oF to 482oF).]

295-433-7 92045-52-8 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
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Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
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de peli-
gro

Códigos de picto-
gramas y palabras
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Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-339-00-1 Naphtha (petroleum), hydrotreated light
steam-cracked;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction,
derived from a pyrolysis process, with
hydrogen in the presence of a catalyst. It
consists predominantly of unsaturated
hydrocarbons having carbon numbers pre-
dominantly in the range of C5 through C11
and boiling in the range of approximately
35 oC to 190 oC (95oF to 374oF).]

295-438-4 92045-57-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-340-00-7 Hydrocarbons, C4-12, naphtha-cracking,
hydrotreated;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by distillation from the product of
a naphtha steam cracking process and
subsequent catalytic selective hydrogenation
of gum formers. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C4 through C12 and boiling in
the range of approximately 30 oC to 230 oC
(86oF to 446oF).]

295-443-1 92045-61-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-341-00-2 Solvent naphtha (petroleum), hydrotreated
light naphthenic;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists predominantly of cycloparaffinic
hydrocarbons having carbon numbers pre-
dominantly in the range of C6 through C7
and boiling in the range of approximately
73 oC to 85 oC (163oF to 185oF).]

295-529-9 92062-15-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

L
353/860

ES
D
iario

O
ficialde

la
U
nión

Europea
31.12.2008



No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro

Códigos de picto-
gramas y palabras
de advertencia

Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-342-00-8 Naphtha (petroleum), light steam-cracked,
hydrogenated;
Low boiling point hydrogen treated
naphtha;
[A complex comination of hydrocarbons
produced from the separation and subse-
quent hydrogenation of the products of a
steam-cracking process to produce ethylene.
It consists predominantly of saturated and
unsaturated paraffins, cyclic paraffins and
cyclic aromatic hydrocarbons having carbon
numbers predominantly in the range of C4
through C10 and boiling in the range of
approximately 50 oC to 200 oC (122oF to
392oF). The proportion of benzene hydro-
carbons may vary up to 30 wt. % and the
stream may also contain small amounts of
sulphur and oxygenated compounds.]

296-942-7 93165-55-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-343-00-3 Hydrocarbons, C6-11, hydrotreated, dearo-
matized;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained as solvents which have been
subjected to hydrotreatment in order to
convert aromatics to naphthenes by catalytic
hydrogenation.]

297-852-0 93763-33-8 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-344-00-9 Hydrocarbons, C9-12, hydrotreated, dearo-
matized;
Low boiling point hydrogen treated
naphtha;
[A complex combination of hydrocarbons
obtained as solvents which have been
subjected to hydrotreatment in order to
convert aromatics to naphthenes by catalytic
hydrogenation.]

297-853-6 93763-34-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
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gro

Códigos de picto-
gramas y palabras
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Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-345-00-4 Stoddard solvent;
Low boiling point naphtha — unspecified;
[A colourless, refined petroleum distillate
that is free from rancid or objectionable
odors and that boils in a range of approxi-
mately 300oF to 400oF.]

232-489-3 8052-41-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-346-00-X Natural gas condensates (petroleum);
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
separated as a liquid from natural gas in a
surface separator by retrograde condensa-
tion. It consists mainly of hydrocarbons
having carbon numbers predominantly in
the range of C2 to C20. It is a liquid at
atmospheric temperature and pressure.]

265-047-3 64741-47-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-347-00-5 Natural gas (petroleum), raw liq. mix;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
separated as a liquid from natural gas in a
gas recycling plant by processes such as
refrigeration or absorption. It consists
mainly of saturated aliphatic hydrocarbons
having carbon numbers in the range of C2
through C8.]

265-048-9 64741-48-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-348-00-0 Naphtha (petroleum), light hydrocracked;
Low boiling naphtha — unspecified;
[A complex combination of hydrocarbons
from distillation of the products from a
hydrocracking process. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers predominantly in the range
of C4 through C10, and boiling in the range
of approximately minus 20 oC to 180 oC (-
4oF to 356oF).]

265-071-4 64741-69-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
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de peli-
gro

Códigos de picto-
gramas y palabras
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Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-349-00-6 Naphtha (petroleum), heavy hydrocracked;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
from distillation of the products from a
hydrocracking process. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers predominantly in the range
of C6 through C12, and boiling in the range
of approximately 65 oC to 230 oC (148oF to
446oF).]

265-079-8 64741-78-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-350-00-1 Naphtha (petroleum), sweetened;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by subjecting a petroleum naphtha
to a sweetening process to convert mercap-
tans or to remove acidic impurities. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C4
through C12 and boiling in the range of
approximately minus 10 oC to 230 oC (14oF
to 446oF).]

265-089-2 64741-87-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-351-00-7 Naphtha (petroleum), acid-treated;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained as a raffinate from a sulfuric acid
treating process. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C7 through C12 and boiling in
the range of approximately 90 oC to 230 oC
(194oF to 446oF).]

265-115-2 64742-15-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-352-00-2 Naphtha (petroleum), chemically neutralized
heavy;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by a treating process to remove
acidic materials. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C6 through C12 and boiling in
the range of approximately 65 oC to 230 oC
(149oF to 446oF).]

265-122-0 64742-22-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS
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Códigos de
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ria

649-353-00-8 Naphtha (petroleum), chemically neutralized
light;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by a treating process to remove
acidic materials. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C4 through C11 and boiling in
the range of approximately minus 20 oC to
190 oC (-4oF to 374oF).]

265-123-6 64742-23-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-354-00-3 Naphtha (petroleum), catalytic dewaxed;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from the catalytic dewaxing of a
petroleum fraction. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C5
through C12 and boiling in the range of
approximately 35 oC to 230 oC (95oF to
446oF).]

265-170-2 64742-66-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-355-00-9 Naphtha (petroleum), light steam-cracked;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the distillation of the products
from a steam cracking process. It consists
predominantly of unsaturated hydrocarbons
having carbon numbers predominantly in
the range of C4 through C11 and boiling in
the range of approximately minus 20 oC to
190 oC (-4oF to 374oF). This stream is likely
to contain 10 vol.% or more benzene.]

265-187-5 64742-83-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-356-00-4 Solvent naphtha (petroleum), light arom.;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from distillation of aromatic
streams. It consists predominantly of aro-
matic hydrocarbons having carbon numbers
predominantly in the range of C8 through
C10 and boiling in the range of approxima-
tely 135 oC to 210 oC (275oF to 410oF).]

265-199-0 64742-95-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y
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indicaciones
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Códigos de
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de peligro
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ria

649-357-00-X Aromatic hydrocarbons, C6-10, acid-treated,
neutralized;
Low boiling point naphtha — unspecified

268-618-5 68131-49-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-358-00-5 Distillates (petroleum), C3-5, 2-methyl-2-
butene-rich;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
from the distillation of hydrocarbons usually
ranging in carbon numbers from C3 through
C5, predominantly isopentane and 3-methyl-
1-butene. It consists of saturated and
unsaturated hydrocarbons having carbon
numbers in the range of C3 through C5,
predominantly 2-methyl-2-butene.]

270-725-7 68477-34-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-359-00-0 Distillates (petroleum), polymd. steam-cra-
cked petroleum distillates, C5-12 fraction;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from the distillation of polymeri-
zed steam-cracked petroleum distillate. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C5 through C12.]]

270-735-1 68477-50-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-360-00-6 Distillates (petroleum), steam-cracked, C5-12
fraction;
Low boiling point naphtha — unspecified;
[A complex combination of organic com-
pounds obtained by the distillation of
products from a steam cracking process. It
consists of unsaturated hydrocarbons having
carbon numbers predominantly in the range
of C5 through C12.]

270-736-7 68477-53-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-361-00-1 Distillates (petroleum), steam-cracked, C5-10
fraction, mixed with light steam-cracked
petroleum naphtha C5 fraction;
Low boiling point naphtha — unspecified

270-738-8 68477-55-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-362-00-7 Extracts (petroleum), cold-acid, C4-6;
Low boiling point naphtha — unspecified;
[A complex combination of organic com-
pounds produced by cold acid unit extrac-
tion of saturated and unsaturated aliphatic
hydrocarbons usually ranging in carbon
numbers from C3 through C6, predomi-
nantly pentanes and amylenes. It consists
predominantly of saturated and unsaturated
hydrocarbons having carbon numbers in the
range of C4 through C6, predominantly C5.]

270-741-4 68477-61-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-363-00-2 Distillates (petroleum), depentanizer over-
heads;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from a catalytic cracked gas stream.
It consists of aliphatic hydrocarbons having
carbon numbers predominantly in the range
of C4 through C6.]

270-771-8 68477-89-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-364-00-8 Residues (petroleum), butane splitter bot-
toms;
Low boiling point naphtha — unspecified;
[A complex residuum from the distillation of
butane stream. It consists of aliphatic
hydrocarbons having carbon numbers pre-
dominantly in the range of C4through C6.]

270-791-7 68478-12-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-365-00-3 Residual oils (petroleum), deisobutanizer
tower;
Low boiling point naphtha — unspecified;
[A complex residuum from the atmospheric
distillation of the butane-butylene stream. It
consists of aliphatic hydrocarbons having
carbon numbers predominantly in the range
of C4 through C6.]

270-795-9 68478-16-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-366-00-9 Naphtha (petroleum), full-range coker;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by the distillation of products
from a fluid coker. It consists predominantly
of unsaturated hydrocarbons having carbon
numbers predominantly in the range of C4
through C15 and boiling in the range of
approximately 43 oC to 250 oC (110oF to
500oF).]

270-991-4 68513-02-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-367-00-4 Naphtha (petroleum), steam-cracked middle
arom.;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by the distillation of products
from a steam-cracking process. It consists
predominantly of aromatic hydrocarbons
having carbon numbers predominantly in
the range of C7 through C12 and boiling in
the range of approximately 130 oC to
220 oC (266oF to 428oF).]]

271-138-9 68516-20-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-368-00-X Naphtha (petroleum), clay-treated full-range
straight-run;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of full-range
straight-run naphtha with natural or modi-
fied clay, usually in a percolation process to
remove the trace amounts of polar com-
pounds and impurities present. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C4 through C11
and boiling in the range of approximately -
20 oC to 220 oC (-4oF to 429oF).]

271-262-3 68527-21-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-369-00-5 Naphtha (petroleum), clay-treated light
straight-run;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of light straight-
run naphtha with a natural or modified clay,
usually in a percolation process to remove
the trace amounts of polar compounds and
impurities, present. It consists of hydro-
carbons having carbon numbers predomi-
nantly in the range of C7 through C10 and
boiling in the range of approximately 93 oC
to 180 oC (200oF to 356oF.]

271-263-9 68527-22-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-370-00-0 Naphtha (petroleum), light steam-cracked
arom.;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by distillation of products from a
steam-cracking process. It consists predo-
minantly of aromatic hydrocarbons having
carbon numbers predominantly in the range
of C7 through C9 and boiling in the range of
approximately 110 oC to 165 oC (230oF to
329oF).]

271-264-4 68527-23-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-371-00-6 Naphtha (petroleum), light steam-cracked,
debenzenized;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by distillation of products from a
steam-cracking process. It consists predo-
minantly of hydrocarbons having carbon
numbers predominantly in the range of C4
through C12 and boiling in the range of
approximately 80 oC to 218 oC (176oF to
424oF).]

271-266-5 68527-26-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-372-00-1 Naphtha (petroleum), arom.-contg.;
Low boiling point naphtha — unspecified

271-635-0 68603-08-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-373-00-7 Gasoline, pyrolysis, debutanizer bottoms;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from the fractionation of depro-
panizer bottoms. It consists of hydrocarbons
having carbon numbers predominantly
greater than C5.]

271-726-5 68606-10-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-374-00-2 Naphtha (petroleum), light, sweetened;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by subjecting a petroleum distillate
to a sweetening process to convert mercap-
tans or to remove acidic impurities. It
consists predominantly of saturated and
unsaturated hydrocarbons having carbon
numbers predominantly in the range of C3
through C6 and boiling in the range of
approximately - 20 oC to 100 oC (-4oF to
212oF).]

272-206-0 68783-66-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-375-00-8 Natural gas condensates;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
separated and/or condensed from natural
gas during transportation and collected at
the wellhead and/or from the production,
gathering, transmission, and distribution
pipelines in deeps, scrubbers, etc. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C2 through C8.]

272-896-3 68919-39-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H J

649-376-00-3 Distillates (petroleum), naphtha unifiner
stripper;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
produced by stripping the products from the
naphtha unifiner. It consists of saturated
aliphatic hydrocarbons having carbon
numbers predominantly in the range of C2
through C6.]

272-932-8 68921-09-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-377-00-9 Naphtha (petroleum), catalytic reformed
light, arom.-free fraction;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
remaining after removal of aromatic com-
pounds from catalytic reformed light
naphtha in a selective absorption process. It
consists predominantly of paraffinic and
cyclic compounds having carbon numbers
predominantly in the range of C5 to C8 and
boiling in the range of approximately 66 oC
to 121 oC (151oF to 250oF).]

285-510-3 85116-59-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-378-00-4 Gasoline;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
consisting primarily of paraffins, cyclopa-
raffins, aromatic and olefinic hydrocarbons
having carbon numbers predominantly
greater than C3 and boiling in the range of
30 oC to 260 oC (86oF to 500oF).]

289-220-8 86290-81-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-379-00-X Aromatic hydrocarbons, C7-8, dealkylation
products, distn. residues;
Low boiling point naphtha — unspecified

292-698-0 90989-42-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-380-00-5 Hydrocarbons, C4-6, depentanizer lights,
arom. hydrotreater;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained as first runnings from the depen-
tanizer column before hydrotreatment of the
aromatic charges. It consists predominantly
of hydrocarbons having carbon numbers
predominantly in the range of C4 through
C6, predominantly pentanes and pentenes,
and boiling in the range of approximately
25 oC to 40 oC (77oF to 104oF).]

295-298-4 91995-38-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

L
353/870

ES
D
iario

O
ficialde

la
U
nión

Europea
31.12.2008



No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro

Códigos de picto-
gramas y palabras
de advertencia

Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-381-00-0 Distillates (petroleum), heat-soaked steam-
cracked naphtha, C5-rich;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by distillation of heat-soaked
steam-cracked naphtha. It consists predo-
minantly of hydrocarbons having carbon
numbers in the range of C4 through C6,
predominantly C5.]

295-302-4 91995-41-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-382-00-6 Extracts (petroleum), catalytic reformed light
naphtha solvent;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained as the extract from the solvent
extraction of a catalytically reformed petro-
leum cut. It consists predominantly of
aromatic hydrocarbons having carbon
numbers predominantly in the range of C7
through C8 and boiling in the range of
approximately 100 oC to 200 oC (212oF to
392oF).]

295-331-2 91995-68-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-383-00-1 Naphtha (petroleum), hydrodesulfurized
light, dearomatized;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by distillation of hydrodesulfurized
and dearomatized light petroleum fractions.
It consists predominantly of C7 paraffins and
cycloparaffins boiling in a range of appro-
ximately 90 oC to 100 oC (194oF to 212oF).]

295-434-2 92045-53-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-384-00-7 Naphtha (petroleum), light, C5-rich, sweete-
ned;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by subjecting a petroleum naphtha
to a sweetening process to convert mercap-
tans or to remove acidic impurities. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C4
through C5, predominantly C5, and boiling
in the range of approximately minus 10 oC
to 35 oC (14oF to 95oF).]

295-442-6 92045-60-8 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-385-00-2 Hydrocarbons, C8-11, naphtha-cracking,
toluene cut;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by distillation from prehydrogena-
ted cracked naphtha. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C8
through C11 and boiling in the range of
approximately 130 oC to 205 oC (266oF to
401oF).]

295-444-7 92045-62-0 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-386-00-8 Hydrocarbons, C4-11, naphtha-cracking,
arom.-free;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from prehydrogenated cracked
naphtha after distillative separation of
benzene- and toluene-containing hydrocar-
bon cuts and a higher boiling fraction. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range C4 through C11 and boiling in the
range of approximately 30 oC to 205 oC
(86oF to 401oF).]

295-445-2 92045-63-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-387-00-3 Naphtha (petroleum), light heat-soaked,
steam-cracked;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the fractionation of steam
cracked naphtha after recovery from a heat
soaking process. It consists predominantly
of hydrocarbons having a carbon numbers
predominantly in the range of C4 through C6
and boiling in the range of approximately
0 oC to 80 oC (32oF to 176oF.]

296-028-8 92201-97-3 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-388-00-9 Distillates (petroleum), C6-rich;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained from the distillation of a petroleum
feedstock. It consists predominantly of
hydrocarbons having carbon numbers of C5
through C7, rich in C6, and boiling in the
range of approximately 60 oC to 70 oC
(140oF to 158oF).]

296-903-4 93165-19-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-389-00-4 Gasoline, pyrolysis, hydrogenated;
Low boiling point naphtha-unspecified;
[A distillation fraction from the hydrogena-
tion of pyrolysis gasoline boiling in the
range of approximately 20 oC to 200 oC
(68oF to 392oF).]

302-639-3 94114-03-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-390-00-X Distillates (petroleum), steam-cracked, C8-12
fraction, polymd., distn. lights;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by distillation of the polymerized
C8 through C12 fraction from steam-cracked
petroleum distillates. It consists predomi-
nantly of aromatic hydrocarbons having
carbon numbers predominantly in the range
of C8 through C12.]

305-750-5 95009-23-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-391-00-5 Extracts (petroleum) heavy naphtha solvent,
clay-treated;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the treatment of heavy naphthic
solvent petroleum extract with bleaching
earth. It consists predominantly of hydro-
carbons having carbon numbers predomi-
nantly in the range of C6 through C18 and
boiling in the range of approximately 80 oC
to 180 oC (175oF to 356oF).]

308-261-5 97926-43-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-392-00-0 Naphtha (petroleum), light steam-cracked,
debenzenized, thermally treated;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the treatment and distillation of
debenzenized light steam-cracked petroleum
naphtha. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C7 through C12
and boiling in the range of approximately
95 oC to 200 oC (203oF to 392oF).]

308-713-1 98219-46-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-393-00-6 Naphtha (petroleum), light steam-cracked,
thermally treated;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the treatment and distillation of
light steam-cracked petroleum naphtha. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C5 through C6 and boiling in
the range of approximately 35 oC to 80 oC
(95oF to 176oF).]

308-714-7 98219-47-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-394-00-1 Distillates (petroleum), C7-9, C8-rich, hydro-
desulfurized dearomatized;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the distillation of petroleum
light fraction, hydrodesulfurized and dearo-
matized. It consists predominantly of
hydrocarbons having carbon numbers in the
range of C7 through C9, predominantly C8
paraffins and cycloparaffins, boiling in the
range of approximately 120 oC to 130 oC
(248oF to 266oF).]

309-862-5 101316-56-7 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-395-00-7 Hydrocarbons, C6-8, hydrogenated sorption-
dearomatized, toluene raffination;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained during the sorptions of toluene
from a hydrocarbon fraction from cracked
gasoline treated with hydrogen in the
presence of a catalyst. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C6
through C8 and boiling in the range of
approximately 80 oC to 135 oC (176oF to
275oF).]

309-870-9 101316-66-9 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-396-00-2 Naphtha (petroleum), hydrodesulfurized
full-range coker;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by fractionation from hydrodesul-
furized coker distillate. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C5
to C11 and boiling in the range of
approximately 23 oC to 196 oC (73oF to
385oF).]

309-879-8 101316-76-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-397-00-8 Naphtha (petroleum), sweetened light;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by subjecting a petroleum naphtha
to a sweetening process to convert mercap-
tans or to remove acidic impurities. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C5 through C8 and boiling in
the range of approximately 20 oC to 130 oC
(68oF to 266oF).]

309-976-5 101795-01-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-398-00-3 Hydrocarbons, C3-6, C5-rich, steam-cracked
naphtha;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by distillation of steam-cracked
naphtha. It consists predominantly of
hydrocarbons having carbon numbers in the
range of C3 through C6, predominantly C5.]

310-012-0 102110-14-5 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-399-00-9 Hydrocarbons, C5-rich, dicyclopentadiene-
contg.;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by distillation of the products from
a stream-cracking process. It consists pre-
dominantly of hydrocarbons having carbon
numbers of C5 and dicyclopentadiene and
boiling in the range of approximately 30 oC
to 170 oC (86oF to 338oF).]

310-013-6 102110-15-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-400-00-2 Residues (petroleum), steam-cracked light,
arom.;
Low boiling point naphtha — unspecified;
[A complex combination of hydrocarbons
obtained by the distillation of the products
of steam cracking or similar processes after
taking off the very light products resulting in
a residue starting with hydrocarbons having
carbon numbers greater than C5. It consists
predominantly of aromatic hydrocarbons
having carbon numbers greater than C5 and
boiling above approximately 40 oC (104oF).]

310-057-6 102110-55-4 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P
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649-401-00-8 Hydrocarbons, C ≥ 5, C5-6-rich;
Low boiling point naphtha — unspecified

270-690-8 68476-50-6 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-402-00-3 Hydrocarbons, C5-rich;
Low boiling point naphtha — unspecified

270-695-5 68476-55-1 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-403-00-9 Aromatic hydrocarbons, C8-10;
Low boiling point naphtha — unspecified

292-695-4 90989-39-2 Carc. 1B
Asp. Tox. 1

H350
H304

GHS08
Dgr

H350
H304

H P

649-404-00-4 Kerosine (petroleum);
Straight run kerosine;
[A complex combination of hydrocarbons
produced by the distillation of crude oil. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C9
through C16 and boiling in the range of
approximately 150 oC to 290 oC (320oF to
554oF).]

232-366-4 8008-20-6 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-405-00-X Solvent naphtha (petroleum), medium
aliph.;
Straight run kerosine;
[A complex combination of hydrocarbons
obtained from the distillation of crude oil or
natural gasoline. It consists predominantly
of saturated hydrocarbons having carbon
numbers predominantly in the range of C9
through C12 and boiling in the range of
approximately 140 oC to 220 oC (284oF to
428oF).]

265-191-7 64742-88-7 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-406-00-5 Solvent naphtha (petroleum) heavy aliph.;
Straight run kerosine;
[A complex combination of hydrocarbons
obtained from the distillation of crude oil or
natural gasoline. It consists predominantly
of saturated hydrocarbons having carbon
numbers predominantly in the range of C11
through C16 and boiling in the range of
approximately 190 oC to 290 oC (374oF to
554oF).]

265-200-4 64742-96-7 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-407-00-0 Kerosine (petroleum), straight-run wide-cut;
Straight run kerosine;
[A complex combination of hydrocarbons
obtained as a wide cut hydrocarbon fuel cut
from atmospheric distillation and boiling in
the range of approximately 70 oC to 220 oC
(158oF to 428oF).]

295-418-5 92045-37-9 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-408-00-6 Distillates (petroleum), steam-cracked;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by the distillation of the products
from a steam cracking process. It consists
predominantly of unsaturated hydrocarbons
having carbon numbers predominantly in
the range of C7 through C16 and boiling in
the range of approximately 90 oC to 290 oC
(190oF to 554oF).]

265-194-3 64742-91-2 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-409-00-1 Distillates (petroleum), cracked stripped
steam-cracked petroleum distillates, C8-10
fraction;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by distilling cracked stripped
steam-cracked distillates. It consists of
hydro-carbons having carbon numbers in
the range of C8 through C10 and boiling in
the range of approximately 129 oC to
194 oC (264oF to 382oF).]

270-728-3 68477-39-4 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-410-00-7 Distillates (petroleum), cracked stripped
steam-cracked petroleum distillates, C10-12
fraction;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by distilling cracked stripped
steam-cracked distillates. It consists predo-
minantly of aromatic hydrocarbons having
carbon numbers in the range of C10 through
C12.]

270-729-9 68477-40-7 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-411-00-2 Distillates (petroleum), steam-cracked, C8-12
fraction;
Cracked kerosine;
[A complex combination of organic com-
pounds obtained by the distillation of
products from a steam cracking process. It
consists predominantly of unsaturated
hydrocarbons having carbon numbers pre-
dominantly in the range of C8 through C12.]

270-737-2 68477-54-3 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-412-00-8 Kerosine (petroleum), hydrodesulfurized
thermal cracked;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by fractionation from hydrodesul-
furized thermal cracker distillate. It consists
predominantly of hydrocarbons predomi-
nantly in the range of C8 to C16 and boiling
in the range of approximately 120 oC to
283 oC (284oF to 541oF).]

285-507-7 85116-55-8 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-413-00-3 Aromtic hydrocarbons, C≥10, steam-cra-
cking, hydrotreated;
Cracked kerosine;
[A complex combination of hydrocarbons
produced by the distillation of the products
from a steam cracking process treated with
hydrogen in the presence of a catalyst. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nantly greater than C10 and boiling in the
range of approximately 150 oC to 320 oC
(302oF to 608oF).]

292-621-0 90640-98-5 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-414-00-9 Naphtha (petroleum), steam-cracked,
hydrotreated, C9-10-arom.-rich;
Cracked kerosine;
[A complex combination of hydrocarbons
produced by the distillation of the products
from a steam cracking process thereafter
treated with hydrogen in the presence of a
catalyst. It consists predominantly of aro-
matic hydrocarbons having carbon numbers
in the range of C9 through C10 and boiling in
the range of approximately 140 oC to
200 oC (284oF to 392oF).]

292-637-8 90641-13-7 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-415-00-4 Distillates (petroleum), thermal-cracked,
alkylarom. hydrocarbon-rich;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by distillation of thermal-cracking
heavy tars. It consists predominantly of
highly alkylated aromatic hydrocarbons
boiling in the range of approximately
100 oC to 250 oC (212oF to 482oF.]

309-866-7 101316-61-4 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-416-00-X Distillates (petroleum), catalytic cracked
heavy tar light;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by distillation of catalytic cracking
heavy tars. It consists predominantly of
highly alkylated aromatic hydrocarbons
boiling in the range of approximately
100 oC to 250 oC (212oF to 482oF).]

309-938-8 101631-13-4 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-417-00-5 Solvent naphtha (petroleum), hydrocracked
heavy arom.;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by the distillation of hydrocracked
petroleum distillate. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C9
through C16 and boiling in the range of
approximately 235 oC to 290 oC (455oF to
554oF).]

309-881-9 101316-80-7 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

L
353/880

ES
D
iario

O
ficialde

la
U
nión

Europea
31.12.2008



No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro

Códigos de picto-
gramas y palabras
de advertencia

Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

649-418-00-0 Distillates (petroleum), steam-cracked heavy
tar light;
Cracked kerosine;
[A complex combination of hydrocarbons
obtained by distillation of steam cracking
heavy tars. It consists predominantly of
highly alkylated aromatic hydrocarbons
boiling in the range of approximately
100 oC to 250 oC (212oF to 482oF).]

309-940-9 101631-15-6 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-419-00-6 Distillates (petroleum), alkylate;
Kerosine — unspecified;
[A complex combination of hydrocarbons
produced by distillation of the reaction
products of isobutane with monoolefinic
hydrocarbons usually ranging in carbon
numbers from C3 through C5. It consists of
predominantly branched chain saturated
hydro-carbons having carbon numbers pre-
dominantly in the range of C11 through C17
and boiling in the range of approximately
205 oC to 320 oC (401oF to 608oF).]

265-074-0 64741-73-7 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-420-00-1 Extracts (petroleum), heavy naphtha solvent;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained as the extract from a solvent
extraction process. It consists predominantly
of aromatic hydrocarbons having carbon
numbers predominantly in the range of C7
through C12 and boiling in the range of
approximately 90 oC to 220 oC (194oF to
428oF).]

265-099-7 64741-98-6 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-421-00-7 Distillates (petroleum), chemically neutrali-
zed light;
Kerosine — unspecified;
[A complex combination of hydrocarbons
produced by a treating process to remove
acidic materials. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C9 through C16 and boiling in
the range of approximately 150 oC to
290 oC (302oF to 554oF).]

265-132-5 64742-31-0 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-422-00-2 Distillates (petroleum), hydrotreated light;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C9
through C16 and boiling in the range of
approximately 150 oC to 290 oC (302oF to
554oF).]

265-149-8 64742-47-8 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-423-00-8 Kerosine (petroleum), hydrodesulfurized;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained from a petroleum stock by treating
with hydrogen to convert organic sulfur to
hydrogen sulfide which is removed. It
consists of hydrocarbons having carbon
numbers predominantly in the range of C9
through C16 and boiling in the range of
approximately 150 oC to 290 oC (302oF to
554oF).]

265-184-9 64742-81-0 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-424-00-3 Solvent naphtha (petroleum), heavy arom.;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained from distillation of aromatic
streams. It consists predominantly of aro-
matic hydrocarbons having carbon numbers
predominantly in the range of C9 through
C16 and boiling in the range of approxima-
tely 165 oC to 290 oC (330oF to 554oF).]

265-198-5 64742-94-5 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-425-00-9 Naphtha (petroleum), heavy coker;
Kerosine — unspecified;
[A complex combination of hydrocarbons
from the distillation of products from a fluid
coker. It consists predominantly of unsatu-
rated hydrocarbons having carbon numbers
predominantly in the range of C6 through
C15 and boiling in the range of approxima-
tely 157 oC to 288 oC (315oF to 550oF).]

269-778-9 68333-23-3 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-426-00-4 Naphtha (petroleum), catalytic reformed
hydrodesulfurized heavy, arom. fraction;
Kerosine — unspecified;
[A complex combination of hydrocarbons
produced by fractionation from catalytically
reformed hydrodesulfurized naphtha. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nently in the range of C7 to C 13 and boiling
in the range of approximately 98 oC to
218 oC (208oF to 424oF).]

285-508-2 85116-57-0 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-427-00-X Kerosine (petroleum), sweetened;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained by subjecting a petroleum distillate
to a sweetening process to convert mercap-
tans or to remove acidic impurities. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C9 through C16 and boiling in
the range of 130 oC to 290 oC (266oF to
554oF).]

294-799-5 91770-15-9 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-428-00-5 Kerosine (petroleum), solvent-refined swee-
tened;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained from a petroleum stock by solvent
refining and sweetening and boiling in the
range of approximately 150 oC to 260 oC
(302oF to 500oF).]

295-416-4 92045-36-8 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-429-00-0 Hydrocarbons, C9-16, hydrotreated, dearo-
matized;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained as solvents which have been
subjected to hydrotreatment in order to
convert aromatics to naphthenes by catalytic
hydrogenation.]

297-854-1 93763-35-0 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-430-00-6 Kerosine (petroleum), solvent-refined
hydrodesulfurized;
Kerosine — unspecified

307-033-2 97488-94-3 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-431-00-1 Distillates (petroleum), hydrodesulfurized
full-range middle coker;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained by fractionation from hydrodesul-
furized coker distillate. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C8
through C16 and boiling in the range of
approximately 120 oC to 283 oC (248oF to
541oF).]

309-864-6 101316-58-9 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-432-00-7 Solvent naphtha (petroleum), hydrodesulfu-
rized heavy arom.;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained by the catalytic hydrodesulfuriza-
tion of a petroleum fraction. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C10 through C13 and boiling in the range of
approximately 180 oC to 240 oC (356oF to
464oF).]

309-882-4 101316-81-8 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-433-00-2 Solvent naphtha (petroleum), hydrodesulfu-
rized medium;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained by the catalytic hydrodesulfuriza-
tion of a petroleum fraction. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C10 through C13 and boiling in the range of
approximately 175 oC to 220 oC (347oF to
428oF).]

309-884-5 101316-82-9 Asp. Tox. 1 H304 GHS08
Dgr

H304 H
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649-434-00-8 Kerosine (petroleum), hydrotreated;
Kerosine — unspecified;
[A complex combination of hydrocarbons
obtained from the distillation of petroleum
and subsequent hydrotreatment. It consists
predominantly of alkanes, cycloalkanes and
alkylbenzenes having carbon numbers pre-
dominantly in the range of C12 through C16
and boiling in the range of approximately
230 oC to 270 oC (446oF to 518oF).]

309-944-0 101631-19-0 Asp. Tox. 1 H304 GHS08
Dgr

H304 H

649-435-00-3 Distillates (petroleum), light catalytic cra-
cked;
Cracked gasoil;
[A complex combination of hydrocarbons
produced by the distillation of products
from a catalytic cracking process. It consists
of hydrocarbons having carbon numbers
predominantly in the range of C9 through
C25 and boiling in the range of approxima-
tely 150 oC to 400 oC (302oF to 752oF). It
contains a relatively large proportion of
bicyclic aromatic hydrocarbons.]

265-060-4 64741-59-9 Carc. 1B H350 GHS08
Dgr

H350 H

649-436-00-9 Distillates (petroleum), intermediate catalytic
cracked;
Cracked gasoil;
[A complex combination of hydrocarbons
produced by the distillation of products
from a catalytic cracking process. It consists
of hydrocarbons having carbon numbers
predominantly in the range of C11 through
C30 and boiling in the range of approxima-
tely 205 oC to 450 oC (401oF to 842oF). It
contains a relatively large proportion of
tricyclic aromatic hydrocarbons.]

265-062-5 64741-60-2 Carc. 1B H350 GHS08
Dgr

H350 H
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649-437-00-4 Distillates (petroleum), light hydrocracked;
Cracked gasoil;
[A complex combination of hydrocarbons
from distillation of the products from a
hydrocracking process. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers predominantly in the range
of C10 through C18 and boiling in the range
of approximately 160 oC to 320 oC (320oF
to 608oF).]

265-078-2 64741-77-1 Carc. 2 H351 GHS08
Wng

H351 H

649-438-00-X Distillates (petroleum), light thermal cra-
cked;
Cracked gasoil;
[A complex combination of hydrocarbons
from the distillation of the products from a
thermal cracking process. It consists predo-
minantly of unsaturated hydrocarbons
having carbon numbers predominantly in
the range of C10 through C22 and boiling in
the range of approximately 160 oC to
370 oC (320oF to 698oF).]

265-084-5 64741-82-8 Carc. 1B H350 GHS08
Dgr

H350 H

649-439-00-5 Distillates (petroleum), hydrodesulfurized
light catalytic cracked;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained by treating light catalytic cracked
distillates with hydrogen to convert organic
sulfur to hydrogen sulfide which is removed.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C9
through C25 and boiling in the range of
approximately 150 oC to 400 oC (302oF to
752oF). It contains a relatively large pro-
portion of bicyclic aromatic hydrocarbons.]

269-781-5 68333-25-5 Carc. 1B H350 GHS08
Dgr

H350 H
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649-440-00-0 Distillates (petroleum), light steam-cracked
naphtha;
Cracked gasoil;
[A complex combination of hydrocarbons
from the multiple distillation of products
from a steam cracking process. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C10 through C18.]

270-662-5 68475-80-9 Carc. 1B H350 GHS08
Dgr

H350 H

649-441-00-6 Distillates (petroleum), cracked steam-cra-
cked petroleum distillates;
Cracked gasoil;
[A complex combination of hydrocarbons
produced by distilling cracked steam cracked
distillate and/or its fractionation products. It
consists of hydrocarbons having carbon
numbers predominently in the range of C10
to low molecular weight polymers.]

270-727-8 68477-38-3 Carc. 1B H350 GHS08
Dgr

H350 H

649-442-00-1 Gas oils (petroleum), steam-cracked;
Cracked gasoil;
[A complex combination of hydrocarbons
produced by distillation of the products
from a steam cracking process. It consists of
hydrocarbons having carbon numbers pre-
dominantly greater than C9 and boiling in
the range of from approximately 205 oC to
400 oC (400oF to 752oF).]

271-260-2 68527-18-4 Carc. 1B H350 GHS08
Dgr

H350 H

649-443-00-7 Distillates (petroleum), hydrodesulfurized
thermal cracked middle;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained by fractionation from hydrodesul-
furized themal cracker distillate stocks. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C11 to C25 and boiling in the
range of approximately 205 oC to 400 oC
(401oF to 752oF).]

285-505-6 85116-53-6 Carc. 1B H350 GHS08
Dgr

H350 H
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649-444-00-2 Gas oils (petroleum), thermal-cracked,
hydrodesulfurized;
Cracked gasoil

295-411-7 92045-29-9 Carc. 1B H350 GHS08
Dgr

H350 H

649-445-00-8 Residues (petroleum), hydrogenated steam-
cracked naphtha;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained as a residual fraction from the
distillation of hydrotreated steam-cracked
naphtha. It consists predominantly of
hydrocarbons boiling in the range of
approximately 200 oC to 350 oC (32oF to
662oF).]

295-514-7 92062-00-5 Carc. 1B H350 GHS08
Dgr

H350 H

649-446-00-3 Residues (petroleum), steam-cracked
naphtha distn.;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained as a column bottom from the
separation of effluents from steam cracking
naphtha at a high temperature. It boils in the
range of approximately 147 oC to 300 oC
(297oF to 572oF) and produces a finished oil
having a viscosity of 18cSt at 50 oC.]

295-517-3 92062-04-9 Carc. 1B H350 GHS08
Dgr

H350 H

649-447-00-9 Distillates (petroleum), light catalytic cra-
cked, thermally degraded;
Cracked gasoil;
[A complex combination of hydrocarbons
produced by the distillation of products
from a catalytic cracking process which has
been used as a heat transfer fluid. It consists
predominantly of hydrocarbons boiling in
the range of approximately 190 oC to
340 oC (374oF to 644oF). This stream is
likely to contain organic sulfur compounds.]

295-991-1 92201-60-0 Carc. 1B H350 GHS08
Dgr

H350 H
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649-448-00-4 Residues (petroleum), steam-cracked heat-
soaked naphtha;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained as residue from the distillation of
steam cracked heat soaked naphtha and
boiling in the range of approximately
150 oC to 350 oC (302oF to 662oF).]

297-905-8 93763-85-0 Carc. 1B H350 GHS08
Dgr

H350 H

649-449-00-X Hydrocarbons, C16-20, solvent-dewaxed
hydrocracked paraffinic distn. residue;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained by solvent dewaxing of a disti-
llation residue from a hydrocracked paraffi-
nic distillate. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C16 through C20
and boiling in the range of approximately
360 oC to 500 oC (680 oF to 932 oF). It
produces a finished oil having a viscosity of
4,5 cSt at approximately 100 oC (212 oF).]

307-662-2 97675-88-2 Carc. 2 H351 GHS08
Wng

H351 H

649-450-00-5 Gas oils (petroleum), light vacuum, thermal-
cracked hydrodesulfurized;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained by catalytic dehydrosulfurization of
thermal-cracked light vacuum petroleum. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C14 through C20 and boiling in
the range of approximately 270 oC to
370 oC (518oF to 698oF).]

308-278-8 97926-59-5 Carc. 1B H350 GHS08
Dgr

H350 H
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649-451-00-0 Distillates (petroleum), hydrodesulfurized
middle coker;
Cracked gasoil;
[A complex combination of hydrocarbons
by fractionation from hydrodesulfurised
coker distillate stocks. Is consists of hydro-
carbons having carbon numbers predomi-
nantly in the range of C12 through C21 and
boiling in the range of approximately
200 oC to 360 oC (392oF to 680oF).]

309-865-1 101316-59-0 Carc. 1B H350 GHS08
Dgr

H350 H

649-452-00-6 Distillates (petroleum), heavy steam-cracked;
Cracked gasoil;
[A complex combination of hydrocarbons
obtained by distillation of steam cracking
heavy residues. It consists predominantly of
highly alkylated heavy aromatic hydrocar-
bons boiling in the range of approximately
250 oC to 400 oC (482oF to 752oF).]

309-939-3 101631-14-5 Carc. 1B H350 GHS08
Dgr

H350 H

649-453-00-1 Distillates (petroleum), heavy hydrocracked;
Baseoil — unspecified;
[A complex combination of hydrocarbons
from the distillation of the products from a
hydrocracking process. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers in the range of C15-C39 and
boiling in the range of approximately
260 oC to 600 oC (500oF to 1112oF).]

265-077-7 64741-76-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-454-00-7 Distillates (petroleum), solvent-refined heavy
paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as the raffinate from a solvent
extraction process. It consists predominantly
of saturated hydrocarbons having carbon
numbers predominantly in the range of C20
through C50 and produces a finished oil with
a viscosity of at least 100 SUS at 100oF
(19cSt at 40 oC).]

265-090-8 64741-88-4 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-455-00-2 Distillates (petroleum), solvent-refined light
paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as the raffinate from a solvent
extraction process. It consists predominantly
of saturated hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil with
a viscosity of less than 100 SUS at 100oF
(19cSt at 40 oC).]

265-091-3 64741-89-5 Carc. 1B H350 GHS08
Dgr

H350 H L

649-456-00-8 Residual oils (petroleum), solvent deasphal-
ted;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as the solvent soluble fraction from
C3-C4 solvent deasphalting of a residuum. It
consists of hydrocarbons having carbon
numbers predominantly higher than C25 and
boiling above approximately 400 oC
(752oF).]

265-096-0 64741-95-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-457-00-3 Distillates (petroleum), solvent-refined heavy
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as the raffinate from a solvent
extraction process. It consists of hydrocar-
bons having carbon numbers predominantly
in the range of C20 through C50 and
produces a finished oil with a viscosity of at
least 100 SUS at 100oF (19cSt a 40 oC). It
contains relatively few normal paraffins.]

265-097-6 64741-96-4 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-458-00-9 Distillates (petroleum), solvent-refined light
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as the raffinate from a solvent
extraction process. It consists of hydrocar-
bons having carbon numbers predominantly
in the range of C15 through C30 and
produces a finished oil with a viscosity of
less than 100 SUS at 100oF (19cSt at 40 oC).
It contains relatively few normal paraffins.]

265-098-1 64741-97-5 Carc. 1B H350 GHS08
Dgr

H350 H L

649-459-00-4 Residual oils (petroleum,) solvent-refined;
Baseoil — unspecified;
[A complex combination by hydrocarbons
obtained as the solvent insoluble fraction
from solvent refining of a residuum using a
polar organic solvent such as phenol or
furfural. It consists of hydrocarbons having
carbon numbers predominantly higher than
C25 and boiling above approximately 400 oC
(752oF).]

265-101-6 64742-01-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-460-00-X Distillates (petroleum), clay-treated paraffi-
nic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of a petroleum
fraction with natural or modified clay in
either a contacting or percolation process to
remove the trace amounts of polar com-
pounds and impurities present. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil with a viscosity
of at least 100 SUS at 100oF (19cSt at
40 oC). It contains a relatively large propor-
tion of saturated hydrocarbons.]

265-137-2 64742-36-5 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-461-00-5 Distillates (petroleum), clay-treated light
paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of a petroleum
fraction with natural or modified clay in
either a contacting or percolation process to
remove the trace amounts of polar com-
pounds and impurities present. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C15 through C30
and produces a finished oil with a viscosity
of less than 100 SUS at 100oF (19cSt at
40 oC). It contains a relatively large propor-
tion of saturated hydrocarbons.]

265-138-8 64742-37-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-462-00-0 Residual oils (petroleum), clay-treated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treatment of a residual oil with a
natural or modified clay in either a contac-
ting or percolation process to remove the
trace amounts of polar compounds and
impurities present. It consists of hydro-
carbons having carbon numbers predomi-
nantly higher than C25 and boiling above
approximately 400 oC (752oF).]

265-143-5 64742-41-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-463-00-6 Distillates (petroleum), clay-treated heavy
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of a petroleum
fraction with natural or modified clay in
either a contacting or percolation process to
remove the trace amounts of polar com-
pounds and impurities present. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil with a viscosity
of at least 100 SUS at 100oF (19cSt at
40 oC). It contains relatively few normal
paraffins.]

265-146-1 64742-44-5 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-464-00-1 Distillates (petroleum), clay-treated light
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of a petroleum
fraction with natural or modified clay in
either a contacting or percolation process to
remove the trace amounts of polar com-
pounds and impurities present. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C15 through C30
and produces a finished oil with a viscosity
of less than 100 SUS at 100oF (19cSt at
40 oC). It contains relatively few normal
paraffins.]

265-147-7 64742-45-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-465-00-7 Distillates (petroleum), hydrotreated heavy
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C20
through C50 and produces a finished oil of at
least 100 SUS at 100oF (19cSt at 40 oC). It
contains relatively few normal paraffins.]

265-155-0 64742-52-5 Carc. 1B H350 GHS08
Dgr

H350 H L

649-466-00-2 Distillates (petroleum), hydrotreated light
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil with
a viscosity of less than 100 SUS at 100oF
(19cSt at 40 oC). It contains relatively few
normal paraffins.]

265-156-6 64742-53-6 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-467-00-8 Distillates (petroleum), hydrotreated heavy
paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C20
through C50 and produces a finished oil of at
least 100 SUS at 100oF (19cSt at 40 oC). It
contains a relatively large proportion of
saturated hydrocarbons.]

265-157-1 64742-54-7 Carc. 1B H350 GHS08
Dgr

H350 H L

649-468-00-3 Distillates (petroleum), hydrotreated light
paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil with
a viscosity of less than 100 SUS at 100oF
(19cSt at 40 oC). It contains a relatively large
proportion of saturated hydrocarbons.]

265-158-7 64742-55-8 Carc. 1B H350 GHS08
Dgr

H350 H L

649-469-00-9 Distillates (petroleum), solvent-dewaxed
light paraffinic;
Baseoil — unspecified;
[A complex comination of hydrocarbons
obtained by removal of normal paraffins
from a petroleum fraction by solvent
crystallization. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C15 through C30
and produces a finished oil with a viscosity
of less than 100 SUS at 100oF (19cSt at
40 oC).]

265-159-2 64742-56-9 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-470-00-4 Residual oils (petroleum), hydrotreated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst.
It consists of hydrocarbons having carbon
numbers predominantly greater than C25
and boiling above approximately 400 oC
(752oF).]

265-160-8 64742-57-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-471-00-X Residual oils (petroleum), solvent-dewaxed;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by removal of long, branched
chain hydrocarbons from a residual oil by
solvent crystallization. It consists of hydro-
carbons having carbon numbers predomi-
nantly greater than C25 and boiling above
approximately 400 oC (752oF).]

265-166-0 64742-62-7 Carc. 1B H350 GHS08
Dgr

H350 H L

649-472-00-5 Distillates (petroleum), solvent-dewaxed
heavy naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by removal of normal paraffins
from a petroleum fraction by solvent
crystallization. It consists of hydrocarbons
having carbon numbers predominantly in
the range of C20 . through C50 and produces
a finished oil of not less than 100 SUS at
100oF (19cSt at 40 oC). It contains relatively
few normal paraffins.]

265-167-6 64742-63-8 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-473-00-0 Distillates (petroleum), solvent-dewaxed
light naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by removal of normal paraffins
from a petroleum fraction by solvent
crystallization. It consists of hydrocarbons
having carbon numbers predominantly in
the range C15 through C30 and produces a
finished oil with a viscosity of less than 100
SUS at 100oF (19cSt at 40 oC). It contains
relatively few normal paraffins.]

265-168-1 64742-64-9 Carc. 1B H350 GHS08
Dgr

H350 H L

649-474-00-6 Distillates (petroleum), solvent-dewaxed
heavy paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by removal of normal paraffins
from a petroleum fraction by solvent
crystallization. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil with a viscosity
not less than 100 SUS at 100oF (19cSt at
40 oC).]

265-169-7 64742-65-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-475-00-1 Naphthenic oils (petroleum), catalytic
dewaxed heavy;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from a catalytic dewaxing process.
It consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C20 through C50 and produces a
finished oil with a viscosity of at least 100
SUS at 100oF (19cSt at 40 oC). It contains
relatively few normal paraffins.]

265-172-3 64742-68-3 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-476-00-7 Naphthenic oils (petroleum), catalytic
dewaxed light;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from a catalytic dewaxing process.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil with
a viscosity less than 100 SUS at 100oF
(19cSt at 40 oC). It contains relatively few
normal paraffins.]

265-173-9 64742-69-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-477-00-2 Paraffin oils (petroleum), catalytic dewaxed
heavy;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from a catalytic dewaxing process.
It consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C20 through C50 and produces a
finished oil with a viscosity of at least 100
SUS at 100oF (19cSt at 40 oC).]

265-174-4 64742-70-7 Carc. 1B H350 GHS08
Dgr

H350 H L

649-478-00-8 Paraffin oils (petroleum), catalytic dewaxed
light;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from a catalytic dewxing process. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C15 through C30 and produces a
finished oil with a viscosity of less than 100
SUS at 100oF (19cSt at 40 oC).]

265-176-5 64742-71-8 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-479-00-3 Naphthenic oils (petroleum), complex
dewaxed heavy;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by removing straight chain paraffin
hydrocarbons as a solid by treatment with
an agent such as urea. It consists of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil having a
viscosity of at least 100 SUS at 100oF (19cSt
at 40 oC). It contains relatively few normal
paraffins.]

265-179-1 64742-75-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-480-00-9 Naphthenic oils (petroleum), complex
dewaxed light;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from a catalytic dewaxing process.
It consists of hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil
having a viscosity less than 100 SUS at
100oF (19cSt at 40 oC). It contains relatively
few normal paraffins.]

265-180-7 64742-76-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-481-00-4 Lubricating oils (petroleum), C20-50, hydro-
treated neutral oil-based, high-viscosity;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating light vacuum gas oil,
heavy vacuum gas oil, and solvent deasp-
halted residual oil with hydrogen in the
presence of a catalyst in a two stage process
with dewaxing being carried out between
the two stages. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil having a
viscosity of approximately 112cSt at 40 oC.
It contains a relatively large proportion of
saturated hydrocarbons.]

276-736-3 72623-85-9 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-482-00-X Lubricating oils (petroleum), C15-30, hydro-
treated neutral oil-based;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating light vacuum gas oil
and heavy vacuum gas oil with hydrogen in
the presence of a catalyst in a two stage
process with dewaxing being carried out
between the two stages. It consists predo-
minantly of hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil
having a viscosity of approximately 15cSt at
40 oC. It contains a relatively large propor-
tion of saturated hydrocabons.]

276-737-9 72623-86-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-483-00-5 Lubricating oils (petroleum), C20-50, hydro-
treated neutral oil-based;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating light vacuum gas oil,
heavy vacuum gas oil and solvent deasp-
halted residual oil with hydrogen in the
presence of a catalyst in a two stage process
with dewaxing being carried out between
the two stages. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil with a viscosity
of approximately 32cSt at 40 oC. It contains
a relatively large proportion of saturated
hydrocarbons.]

276-738-4 72623-87-1 Carc. 1B H350 GHS08
Dgr

H350 H L

649-484-00-0 Lubricating oils;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from solvent extraction and
dewaxing processes. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers in the range C15 through
C50.]

278-012-2 74869-22-0 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-485-00-6 Distillates (petroleum), complex dewaxed
heavy paraffinci;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by dewaxing heavy paraffinic
distillate. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50
and produces a finished oil with a viscosity
of equal to or greater than 100 SUS at 100oF
(19cSt at 40 oC). It contains relatively few
normal paraffins.]

292-613-7 90640-91-8 Carc. 1B H350 GHS08
Dgr

H350 H L

649-486-00-1 Distillates (petroleum), complex dewaxed
light paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by dewaxing light paraffinic disti-
llate. It consists predominantly of hydrocar-
bons having carbon numbers predominantly
in the range of C12 through C30 and
produces a finished oil with a viscosity of
less than 100 SUS at 100oF (19cSt at 40 oC).
It contains relatively few normal paraffins.]

292-614-2 90640-92-9 Carc. 1B H350 GHS08
Dgr

H350 H L

649-487-00-7 Distillates (petroleum), solvent dewaxed
heavy paraffinic, clay-treated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating dewaxed heavy paraf-
finic distillate with neutral or modified clay
in either a contacting or percolation process.
It consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C20 through C50.]

292-616-3 90640-94-1 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-488-00-2 Hydrocarbons, C20-50, solvent dewaxed
heavy paraffinic, hydrotreated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
produced by treating dewaxed heavy paraf-
finic distillate with hydrogen in the presence
of a catalyst. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50.]

292-617-9 90640-95-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-489-00-8 Distillates (petroleum), solvent dewaxed light
paraffinic, clay-treated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
resulting from treatment of dewaxed light
paraffinic distillate with natural or modified
clay in either a contacting or percolation
process. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C15 through C30.]

292-618-4 90640-96-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-490-00-3 Distillates (petroleum), solvent dewaxed light
paraffinic, hydrotreated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
produced by treating a dewaxed light
paraffinic distillate with hydrogen in the
presence of a catalyst. It consists predomi-
nantly of hydrocarbons having carbon
numbers predominantly in the range of C15
through C30.]

292-620-5 90640-97-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-491-00-9 Residual oils (petroleum), hydrotreated sol-
vent dewaxed;
Baseoil — unspecified

292-656-1 90669-74-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-492-00-4 Residual oils (petroleum), catalytic dewaxed;
Baseoil — unspecified

294-843-3 91770-57-9 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-493-00-X Distillates (petroleum), dewaxed heavy
paraffinic, hydrotreated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from an intensive treatment of
dewaxed distillate by hydrogenation in the
presence of a catalyst. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers predominantly in the range
of C25 through C39 and produces a finished
oil with a viscosity of approximately 44 cSt
at 50 oC.]

295-300-3 91995-39-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-494-00-5 Distillates (petroleum), dewaxed light paraf-
finic, hydrotreated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from an intensive treatment of
dewaxed distillate by hydrogenation in the
presence of a catalyst. It consists predomi-
nantly of saturated hydrocarbons having
carbon numbers predominantly in the range
of C21 through C29 and produces a finished
oil with a viscosity of approximately 13 cSt
at 50 oC.]

295-301-9 91995-40-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-495-00-0 Distillates (petroleum), hydrocracked sol-
vent-refined, dewaxed;
Baseoil — unspecified;
[A complex combination of liquid hydro-
carbons obtained by recrystallization of
dewaxed hydrocracked solvent-refined
petroleum distillates.]

295-306-6 91995-45-8 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-496-00-6 Distillates (petroleum), solvent-refined light
naphthenic, hydrotreated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treating a petroleum fraction
with hydrogen in the presence of a catalyst
and removing the aromatic hydrocarbons by
solvent extraction. It consists predominantly
of naphthenic hydrocarbons having carbon
numbers predominantly in the range of C15
through C30 and produces a finished oil with
a viscosity of between 13-15cSt at 40 oC.]

295-316-0 91995-54-9 Carc. 1B H350 GHS08
Dgr

H350 H L

649-497-00-1 Lubricating oils (petroleum), C17-35, solvent-
extd., dewaxed, hydrotreated;
Baseoil — unspecified

295-423-2 92045-42-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-498-00-7 Lubricating oils (petroleum), hydrocracked
nonarom. solvent-deparaffined;
Baseoil — unspecified

295-424-8 92045-43-7 Carc. 1B H350 GHS08
Dgr

H350 H L

649-499-00-2 Residual oils (petroleum), hydrocracked
acid-treated solvent-dewaxed;
Baseoil — unspecified;
[A complex combination of hydrocarbons
produced by solvent removal of paraffins
from the residue of the distillation of acid-
treated, hydrocracked heavy paraffins and
boiling approximately above 380 oC
(716oF).]

295-499-7 92061-86-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-500-00-6 Paraffin oils (petroleum), solvent-refined
dewaxed heavy;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained from sulfur-containing paraffinic
crude oil. It consists predominantly of a
solvent refined deparaffinated lubricating oil
with a viscosity of 65cSt at 50 oC.]

295-810-6 92129-09-4 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-501-00-1 Lubricating oils (petroleum), base oils,
paraffinic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by refining of crude oil. It consists
predominantly of aromatics, naphthenics
and paraffinics and produces a finished oil
with a viscosity of 120 SUS at 100oF (23cSt
at 40 oC).]

297-474-6 93572-43-1 Carc. 1B H350 GHS08
Dgr

H350 H L

649-502-00-7 Hydrocarbons, hydrocracked paraffinic
distn. residues, solvent-dewaxed;
Baseoil — unspecified

297-857-8 93763-38-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-503-00-2 Hydrocarbons, C20-50, residual oil hydroge-
nation vacuum distillate;
Baseoil — unspecified

300-257-1 93924-61-9 Carc. 1B H350 GHS08
Dgr

H350 H L

649-504-00-8 Distillates (petroleum), solvent-refined
hydrotreated heavy;
hydrogenated;
Baseoil — unspecified

305-588-5 94733-08-1 Carc. 1B H350 GHS08
Dgr

H350 H L

649-505-00-3 Distillates (petroleum), solvent-refined
hydrocracked light;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent dearomatization of the
residue of hydrocracked petroleum. It con-
sists predominantly of hydrocarbons having
carbon numbers predominantly in the range
of C18 through C27 and boiling in the range
of approximately 370 oC to 450 oC (698oF
to 842oF).]

305-589-0 94733-09-2 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-506-00-9 Lubricating oils (petroleum), C18-40, solvent-
dewaxed hydrocracked distillate-based;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent deparaffination of the
distillation residue from hydrocracked
petroleum. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C18 through C40
and boiling in the range of approximately
370 oC to 550 oC (698oF to 1022oF).]

305-594-8 94733-15-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-507-00-4 Lubricating oils (petroleum), C18-40, solvent-
dewaxed hydrogenated raffinate-based;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent deparaffination of the
hydrogenated raffinate obtained by solvent
extraction of a hydrotreated petroleum
distillate. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C18 through C40
and boiling in the range of approximately
370 oC to 550 oC (698oF to 1022oF).]

305-595-3 94733-16-1 Carc. 1B H350 GHS08
Dgr

H350 H L

649-508-00-X Hydrocarbons, C13-30, arom.-rich, solvent-
extd. naphthenic distillate;
Baseoil — unspecified

305-971-7 95371-04-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-509-00-5 Hydrocarbons, C16-32, arom. rich, solvent-
extd. naphthenic distillate;
Baseoil — unspecified

305-972-2 95371-05-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-510-00-0 Hydrocarbons, C37-68, dewaxed deasphalted
hydrotreated vacuum distn. residues;
Baseoil — unspecified

305-974-3 95371-07-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-511-00-6 Hydrocarbons, C37-65, hydrotreated deasp-
halted vacuum distn. residues;
Baseoil — unspecified

305-975-9 95371-08-7 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-512-00-1 Distillates (petroleum), hydrocracked sol-
vent-refined light;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by the solvent treatment of a
distillate from hydrocracked petroleum dis-
tillates. It consists predominantly of hydro-
carbons having carbon numbers
predominantly in the range of C18 through
C27 and boiling in the range of approxima-
tely 370 oC to 450 oC (698oF to 842oF.]

307-010-7 97488-73-8 Carc. 1B H350 GHS08
Dgr

H350 H L

649-513-00-7 Distillates (petroleum), solvent-refined
hydrogenated heavy;
Baseoil — unspecified;
[A complex combination of hydrocarbons,
obtained by the treatment of a hydrogenated
petroleum distillate with a solvent. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C19 through C40 and boiling in
the range of approximately 390 oC to
550 oC (734oF to 1022oF).]

307-011-2 97488-74-9 Carc. 1B H350 GHS08
Dgr

H350 H L

649-514-00-2 Lubricating oils (petroleum), C18-27, hydro-
cracked solvent-dewaxed;
Baseoil — unspecified

307-034-8 97488-95-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-515-00-8 Hydrocarbons, C17-30, hydrotreated solvent-
deasphalted atm. distn. residue, distn. lights;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as first runnings from the vacuum
distillation of effluents from the treatment of
a solvent deasphalted short residue with
hydrogen in the presence of a catalyst. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C17 through C30 and boiling in
the range of approximately 300 oC to
400 oC (572oF to 752oF). It produces a
finished oil having a viscosity of 4cSt at
approximately 100 oC (212oF).]

307-661-7 97675-87-1 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-516-00-3 Hydrocarbons, C17-40, hydrotreated solvent-
deasphalted distn. residue, vacuum distn.
lights;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained as first runnings from the vacuum
distillation of effluents from the catalytic
hydrotreatment of a solvent deasphalted
short residue having a viscosity of 8cSt at
approximately 100 oC (212oF). It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C17 through C40 and boiling in the range of
approximately 300 oC to 500 oC (592oF to
932oF).]

307-755-8 97722-06-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-517-00-9 Hydrocarbons, C13-27, solvent-extd. light
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by extraction of the aromatics
from a light naphthenic distillate having a
viscosity of 9.5cSt at 40 oC (104oF). It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C13 through C27 and boiling in
the range of approximately 240 oC to
400 oC (464oF to 752oF.]

307-758-4 97722-09-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-518-00-4 Hydrocarbons, C14-29, solvent-extd. light
naphthenic;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by extraction of the aromatics
from a light naphthenic distillate having a
viscosity of 16cSt at 40 oC (104oF). It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C14 through C29 and boiling in
the range of approximately 250 oC to
425 oC (482oF to 797oF).]

307-760-5 97722-10-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-519-00-X Hydrocarbons, C27-42, dearomatized;
Baseoil — unspecified

308-131-8 97862-81-2 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-520-00-5 Hydrocarbons, C17-30, hydrotreated distilla-
tes, distn. lights;
Baseoil — unspecified

308-132-3 97862-82-3 Carc. 1B H350 GHS08
Dgr

H350 H L

649-521-00-0 Hydrocarbons, C27-45, naphthenic vacuum
distn.;
Baseoil — unspecified

308-133-9 97862-83-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-522-00-6 Hydrocarbons, C27-45, dearomatized;
Baseoil — unspecified

308-287-7 97926-68-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-523-00-1 Hydrocarbons, C20-58, hydrotreated;
Baseoil — unspecified

308-289-8 97926-70-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-524-00-7 Hydrocarbons, C27-42, naphthenic;
Baseoil — unspecified

308-290-3 97926-71-1 Carc. 1B H350 GHS08
Dgr

H350 H L

649-525-00-2 Residual oils (petroleum), carbon-treated
solvent-dewaxed;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by the treatment of solvent-
dewaxed petroleum residual oils with acti-
vated charcoal for the removal of trace polar
constituents and impurities.]

309-710-8 100684-37-5 Carc. 1B H350 GHS08
Dgr

H350 H L

649-526-00-8 Residual oils (petroleum), clay-treated sol-
vent-dewaxed;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by treatment of solvent-dewaxed
petroleum residual oils with bleaching earth
for the removal of trace polar constituents
and impurities.]

309-711-3 100684-38-6 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-527-00-3 Lubricating oils (petroleum), C >25, solvent-
extd., deasphalted, dewaxed, hydrogenated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent extraction and hydro-
genation of vacuum distillation residues. It
consists predominantly of hydrocarbons
having carbon numbers predominantly
greater than C25 and produces a finished oil
with a viscosity in the order of 32cSt to
37cSt at 100 oC (212oF).]

309-874-0 101316-69-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-528-00-9 Lubricating oils (petroleum), C17-32, solvent-
extd., dewaxed, hydrogenated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent extraction and hydro-
genation of atmospheric distillation residues.
It consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C17 through C32 and produced a
finished oil with a viscosity in the order of
17cSt to 23cSt at 40 oC (104oF.]

309-875-6 101316-70-5 Carc. 1B H350 GHS08
Dgr

H350 H L

649-529-00-4 Lubricating oils (petroleum), C20-35, solvent-
extd., dewaxed, hydrogenated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent extraction and hydro-
genation of atmospheric distillation residues.
It consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C20 through C35 and produces a
finished oil with a viscosity in the order of
37cSt to 44cSt at 40 oC (104oF).]

309-876-1 101316-71-6 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-530-00-X Lubricating oils (petroleum), C24-50, solvent-
extd., dewaxed, hydrogenated;
Baseoil — unspecified;
[A complex combination of hydrocarbons
obtained by solvent extraction and hydro-
genation of atmospheric distillation residues.
It consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C24 through C50 and produces a
finished oil with a viscosity in the order of
16cSt to 75cSt at 40 oC (104oF).]

309-877-7 101316-72-7 Carc. 1B H350 GHS08
Dgr

H350 H L

649-531-00-5 Extracts (petroleum), heavy naphthenic dis-
tillate solvent, arom. conc.;
Distillate aromatic extract (treated);
[An aromatic concentrate produced by
adding water to heavy naphthenic distillate
solvent extract and extraction solvent.]

272-175-3 68783-00-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-532-00-0 Extracts (petroleum), solvent-refined heavy
paraffinic distillate solvent;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained as the extract from the re-extrac-
tion of solvent-refined heavy paraffinic
distillate. It consists of saturated and aro-
matic hydrocarbons having carbon numbers
predominantly in the range of C20 through
C50.]

272-180-0 68783-04-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-533-00-6 Extracts (petroleum), heavy paraffinic disti-
llates, solvent-deasphalted;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained as the extract from a solvent
extraction of heavy paraffinic distillate.]

272-342-0 68814-89-1 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-534-00-1 Extracts (petroleum), heavy naphthenic dis-
tillate solvent, hydrotreated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained by treating a heavy naphthenic
distillate solvent extract with hydrogen in
the presence of a catalyst. It consists
predominantly of aromatic hydrocarbons
having carbon numbers predominantly in
the range of C20 through C50 and produces a
finished oil of at least 19cSt at 40 oC (100
SUS at 100oF).]

292-631-5 90641-07-9 Carc. 1B H350 GHS08
Dgr

H350 H L

649-535-00-7 Extracts (petroleum), heavy paraffinic disti-
llate solvent, hydrotreated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
produced by treating a heavy paraffinic
distillate solvent extract with hydrogen in
the presence of a catalyst. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C21 through C33 and boiling in the range of
approximately 350 oC to 480 oC (662oF to
896oF).

292-632-0 90641-08-0 Carc. 1B H350 GHS08
Dgr

H350 H L

649-536-00-2 Extracts (petroleum), light paraffinic disti-
llate solvent, hydrotreated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
produced by treating a light paraffinic
distillate solvent extract with hydrogen in
the presence of a catalyst. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C17 through C26 and boiling in the range of
approximately 280 oC to 400 oC (536oF to
752oF).]

292-633-6 90641-09-1 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-537-00-8 Extracts (petroleum), hydrotreated light
paraffinic distillate solvent;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained as the extract from solvent extrac-
tion of intermediate paraffinic top solvent
distillate that is treated with hydrogen in the
presence of a catalyst. It consists predomi-
nantly of aromatic hydrocarbons having
carbon numbers predominantly in the range
of C16 through C36.]

295-335-4 91995-73-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-538-00-3 Extracts (petroleum), light naphthenic disti-
llate solvent, hydrodesulfurized;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained by treating the extract, obtained
from a solvent extraction process, with
hydrogen in the presence of a catalyst under
conditions primarily to remove sulfur com-
pounds. It consists predominantly of aro-
matic hydrocarbons having carbon numbers
predominantly in the range of C15 through
C30. This stream is likely to contain 5 wt.%
or more of 4- to 6-membered condensed
ring aromatic hydrocarbons.]

295-338-0 91995-75-4 Carc. 1B H350 GHS08
Dgr

H350 H L

649-539-00-9 Extracts (petroleum), light paraffinic disti-
llate solvent, acid-treated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained as a fraction of the distillation of an
extract from the solvent extraction of light
paraffinic top petroleum distillates that is
subjected to a sulfuric acid refining. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nantly in the range of C16 through C32.]

295-339-6 91995-76-5 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-540-00-4 Extracts (petroleum), light paraffinic disti-
llate solvent, hydrodesulfurized;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained by solvent extraction of a light
paraffin distillate and treated with hydrogen
to convert the organic sulfur to hydrogen
sulfide which is eliminated. It consists
predominantly of hydrocarbons having car-
bon numbers predominantly in the range of
C15 through C40 and produces a finished oil
with a viscosity of greater than 10cSt at
40 oC.]

295-340-1 91995-77-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-541-00-X Extracts (petroleum), light vacuum gas oil
solvent, hydrotreated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons,
obtained by solvent extraction from light
vacuum petroleum gas oils and treated with
hydrogen in the presence of a catalyst. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nantly in the range of C13 through C30.]

295-342-2 91995-79-8 Carc. 1B H350 GHS08
Dgr

H350 H L

649-542-00-5 Extracts (petroleum), heavy paraffinic disti-
llate solvent, clay-treated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
resulting from treatment of a petroleum
fraction with natural or modified clay in
either a contact or percolation process to
remove the trace amounts of polar com-
pounds and impurities present. It consists
predominantly of aromatic hydrocarbons
having carbon numbers predominantly in
the range of C20 through C50. This stream is
likely to contain 5 wt.% or more 4-6
membered ring aromatic hydrocarbons.]

296-437-1 92704-08-0 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-543-00-0 Extracts (petroleum), heavy naphthenic dis-
tillate solvent, hydrodesulfurized;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained from a petroleum stock by treating
with hydrogen to convert organic sulfur to
hydrogen sulfide which is removed. It
consists predominantly of hydrocarbons
having carbon numbers predominantly in
the range of C15 through C50 and produces a
finished oil with a viscosity of greater than
19cSt at 40 oC.]

297-827-4 93763-10-1 Carc. 1B H350 GHS08
Dgr

H350 H L

649-544-00-6 Extracts (petroleum), solvent-dewaxed heavy
paraffinic distillate solvent, hydrodesulfuri-
zed;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained from a solvent dewaxed petroleum
stock by treating with hydrogen to convert
organic sulfur to hydrogen sulfide which is
removed. It consists predominantly of
hydrocarbons having carbon numbers pre-
dominantly in the range of C15 through C50
and produces a finished oil with a viscosity
of greater than 19cSt at 40 oC.]

297-829-5 93763-11-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-545-00-1 Extracts (petroleum), light paraffinic disti-
llate solvent, carbon-treated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained as a fraction from distillation of an
extract recovered by solvent extraction of
light paraffinic top petroleum distillate
treated with activated charcoal to remove
traces of polar constituents and impurities. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nantly in the range of C16 through C32.]

309-672-2 100684-02-4 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-546-00-7 Extracts (petroleum), light paraffinic disti-
llate solvent, clay-treated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained as a fraction from distillation of an
extract recovered by solvent extraction of
light paraffinic top petroleum distillates
treated with bleaching earth to remove
traces of polar constituents and impurities. It
consists predominantly of aromatic hydro-
carbons having carbon numbers predomi-
nantly in the range of C16 through C32.]

309-673-8 100684-03-5 Carc. 1B H350 GHS08
Dgr

H350 H L

649-547-00-2 Extracts (petroleum), light vacuum, gas oil
solvent, carbon-treated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained by solvent extraction of light
vacuum petroleum gas oil treated with
activated charcoal for the removal of trace
polar constituents and impurities. It consists
predominantly of aromatic hydrocarbons
having carbon numbers predominantly in
the range of C13 through C30.]

309-674-3 100684-04-6 Carc. 1B H350 GHS08
Dgr

H350 H L

649-548-00-8 Extracts (petroleum), light vacuum gas oil
solvent, clay-treated;
Distillate aromatic extract (treated);
[A complex combination of hydrocarbons
obtained by solvent extraction of light
vacuum petroleum gas oils treated with
bleaching earth for removal of trace polar
constituents and impurities. It consists
predominantly of aromatic hydrocarbons
having carbon numbers predominantly in
the range of C13 through C30.]

309-675-9 100684-05-7 Carc. 1B H350 GHS08
Dgr

H350 H L
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649-549-00-3 Foots oil (petroleum);
Foots oil;
[A complex combination of hydrocarbons
obtained as the oil fraction from a solvent
deoiling or a wax sweating process. It
consists predominantly of branched chain
hydrocarbons having carbon numbers pre-
dominantly in the range of C20 through C50.]

265-171-8 64742-67-2 Carc. 1B H350 GHS08
Dgr

H350 H L

649-550-00-9 Foots oil (petroleum), hydrotreated;
Foots oil

295-394-6 92045-12-0 Carc. 1B H350 GHS08
Dgr

H350 H L

650-002-00-6 turpentine, oil 232-350-7 8006-64-2 Flam. Liq. 3
Acute Tox. 4 (*)
Acute Tox. 4 (*)
Acute Tox. 4 (*)
Asp. Tox. 1
Eye Irrit. 2
Skin Irrit. 2
Skin Sens. 1
Aquatic Chro-
nic 2

H226
H332
H312
H302
H304
H319
H315
H317
H411

GHS02
GHS08
GHS07
GHS09
Dgr

H226
H332
H312
H302
H304
H319
H315
H317
H411

650-003-00-1 fenson (ISO);
4-chlorophenyl benzenesulphonate;

201-274-6 80-38-6 Acute Tox. 4 (*)
Eye Irrit. 2
Aquatic Chro-
nic 2

H302
H319
H411

GHS07
GHS09
Wng

H302
H319
H411

650-004-00-7 norbormide (ISO);
5-(α-hydroxy-α-2-pyridylbenzyl)-7-(α-2-
pyridylbenzylidene)bicyclo [2.2.1] hept-5-
ene-2,3-dicarboximide

213-589-6 991-42-4 Acute Tox. 4 (*) H302 GHS07
Wng

H302
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650-005-00-2 (2R,6aS,12aS)-1,2,6,6a,12,12a-hexahydro-
2-isopropenyl-8,9-dimethoxychromeno[3,4-
b]furo[2,3-h]chromen-6-one, rotenone

201-501-9 83-79-4 Acute Tox. 3 (*)
Eye Irrit. 2
STOT SE 3
Skin Irrit. 2
Aquatic Acute 1
Aquatic Chro-
nic 1

H301
H319
H335
H315
H400
H410

GHS06
GHS09
Dgr

H301
H319
H335
H315
H410

650-006-00-8 benquinox (ISO);
p-benzoquinone 1-benzoylhydrazone 4-
oxime

207-807-9 495-73-8 Acute Tox. 3 (*)
Acute Tox. 4 (*)

H301
H312

GHS06
Dgr

H301
H312

650-007-00-3 chlordimeform (ISO);
N2-(4-chloro-o-tolyl)-N1,N1-dimethylforma-
midine

228-200-5 6164-98-3 Carc. 2
Acute Tox. 4 (*)
Acute Tox. 4 (*)
Aquatic Acute 1
Aquatic Chro-
nic 1

H351
H312
H302
H400
H410

GHS08
GHS07
GHS09
Wng

H351
H312
H302
H410

650-008-00-9 drazoxolon (ISO);
4-(2-chlorophenylhydrazone)-3-methyl-5-
isoxazolone

227-197-8 5707-69-7 Acute Tox. 3 (*)
Aquatic Acute 1
Aquatic Chro-
nic 1

H301
H400
H410

GHS06
GHS09
Dgr

H301
H410

650-009-00-4 chlordimeform hydrochloride;
N'-(4-chloro-o-tolyl)-N,N-dimethylformami-
dine monohydrochloride;
N2-(4-chloro-o-tolyl)-N1,N1-dimethylforma-
midine hydorchloride

243-269-1 19750-95-9 Carc. 2
Acute Tox. 4 (*)
Aquatic Acute 1
Aquatic Chro-
nic 1

H351
H302
H400
H410

GHS08
GHS07
GHS09
Wng

H351
H302
H410

650-010-00-X benzyl violet 4B;
α-[4-(4-dimethylamino-α-{4-[ethyl(3-sodio-
sulphonatobenzyl)amino] phenyl}benzyli-
dene)cyclohexa-2,5-dienylidene(ethyl)
ammonio]toluene-3-sulphonate

216-901-9 1694-09-3 Carc. 2 H351 GHS08
Wng

H351

650-012-00-0 erionite — 12510-42-8 Carc. 1A H350 GHS08
Dgr

H350

L
353/918

ES
D
iario

O
ficialde

la
U
nión

Europea
31.12.2008



No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro
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650-013-00-6 asbestos —

—

—

—

—

—

—

12001-28-4
132207-32-0
12172-73-5
77536-66-4
77536-68-6
77536-67-5
12001-29-5

Carc. 1A
STOT RE 1

H350
H372
(**)

GHS08
Dgr

H350
H372 (**)

650-014-00-1 diethyl 2,4-dihydroxycyclodisiloxane-2,4-
diylbis(trimethylene)diphosphonate, tetraso-
dium salt, reaction products with disodium
metasilicate

401-770-4 — Skin Corr. 1B
Acute Tox. 4 (*)

H314
H302

GHS05
GHS07
Dgr

H314
H302

650-015-00-7 rosin;
colophony

232-475-7
232-484-6
277-299-1

8050-09-7
8052-10-6
73138-82-6

Skin Sens. 1 H317 GHS07
Wng

H317

650-016-00-2 Mineral wool, with the exception of those
specified elsewhere in this Annex;
[Man-made vitreous (silicate) fibres with
random orientation with alkaline oxide and
alkali earth oxide (Na2O+K2O+CaO+MgO
+BaO) content greater than 18 % by weight]

— — Carc. 2
Skin Irrit. 2

H351
H315

GHS08
GHS07
Wng

H351
H315

AQR

650-017-00-8 Refractory Ceramic Fibres;
Special Purpose Fibres, with the exception of
those specified elsewhere in this Annex;
[Man-made vitreous (silicate) fibres with
random orientation with alkaline oxide and
alkali earth oxide (Na2O+K2O+CaO+ MgO
+BaO) content less or equal to 18 % by
weight]

— — Carc. 1B
Skin Irrit. 2

H350i
H315

GHS08
GHS07
Dgr

H350i
H315

A R
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650-018-00-3 Reaction product of: acetophenone, formal-
dehyde, cyclohexylamine, methanol and
acetic acid

406-230-1 — Flam. Liq. 3
Carc. 2
Skin Corr. 1B
Acute Tox. 4 (*)
Skin Sens. 1
Aquatic Acute 1
Aquatic Chro-
nic 1

H226
H351
H314
H332
H317
H400
H410

GHS02
GHS08
GHS05 GHS07
GHS09
Dgr

H226
H351
H314
H332
H317
H410

650-031-00-4 bis(4-hydroxy-N-methylanilinium) sulphate 200-237-1 55-55-0 Acute Tox. 4 (*)
STOT RE 2 (*)
Skin Sens. 1
Aquatic Acute 1
Aquatic Chro-
nic 1

H302
H373
(**)
H317
H400
H410

GHS08
GHS07
GHS09
Wng

H302
H373 (**)
H317
H410

650-032-00-X cyproconazole (ISO);
(2RS,3RS;2RS,3SR)-2-(4-chlorophenyl)-3-
cyclopropyl-1-(1H—1,2,4-triazol-1-yl)
butan-2-ol

— 94361-06-5 Repr. 2
Acute Tox. 4 (*)
Aquatic Acute 1
Aquatic Chro-
nic 1

H361d
(***)
H302
H400
H410

GHS08
GHS07 GHS09
Wng

H361d (***)
H302
H410

650-033-00-5 (S)-α-cyano-3-phenoxybenzyl-(S)-2-(4-chlo-
rophenyl)-3-methylbutyrate;
esfenvalerate

— 66230-04-4 Acute Tox. 3 (*)
Acute Tox. 3 (*)
Skin Sens. 1
Aquatic Acute 1
Aquatic Chro-
nic 1

H331
H301
H317
H400
H410

GHS06
GHS09
Dgr

H331
H301
H317
H410

650-041-00-9 triasulfuron (ISO) ;
1-[2-(2-chloroethoxy)phenylsulfonyl]-3-(4-
methoxy-6-methyl-1,3,5-triazin-2-yl)urea

— 82097-50-5 Aquatic Acute 1
Aquatic Chro-
nic 1

H400
H410

GHS09
Wng

H410

650-042-00-4 reaction product of: polyethylene-polya-
mine-(C16-C18)-alkylamides with monothio-
(C2)-alkyl phosphonates

417-450-2 — Eye Irrit. 2
Skin Irrit. 2
Skin Sens. 1
Aquatic Chro-
nic 3

H319
H315
H317
H412

GHS07
Wng

H319
H315
H317
H412
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indicaciones
de peligro
suplementa-

ria

650-043-00-X reaction product of: 3,5-bis-tert-butylsalicy-
lic acid and aluminiumsulfate

420-310-3 — Acute Tox. 4 (*)
Aquatic Acute 1
Aquatic Chro-
nic 1

H302
H400
H410

GHS07
GHS09
Wng

H302
H410

650-044-00-5 mixed linear and branched C14-15 alcohols
ethoxylated, reaction product with epichlo-
rohydrin

420-480-9 158570-99-1 Skin Irrit. 2
Skin Sens. 1
Aquatic Acute 1
Aquatic Chro-
nic 1

H315
H317
H400
H410

GHS07
GHS09
Wng

H315
H317
H410

650-045-00-0 reaction product of: 1,2,3-propanetricar-
boxylic acid, 2-hydroxy, diethyl ester, 1-
propanol and zirconium tetra-n-propanolate

417-110-3 — Flam. Liq. 2
Skin Irrit. 2
Eye Dam. 1
Aquatic Chro-
nic 2

H225
H315
H318
H411

GHS02
GHS05
GHS09
Dgr

H225
H315
H318
H411

650-046-00-6 di(tetramethylammonium)(29H,31H-phtha-
locyanin-N29,N30,N31,N32)disulfonamide
disulfonate, cuprate(2-)complex, derivates

416-180-2 12222-04-7 Acute Tox. 4 (*)
STOT RE 2 (*)
Aquatic Chro-
nic 2

H302
H373
(**)
H411

GHS08
GHS07
GHS09
Wng

H302
H373 (**)
H411

650-047-00-1 dibenzylphenylsulfonium hexafluoroanti-
monate

417-760-8 134164-24-2 STOT RE 1
Acute Tox. 4 (*)
Eye Dam. 1
Skin Sens. 1
Aquatic Chro-
nic 2

H372
(**)
H302
H318
H317
H411

GHS08
GHS05 GHS07
GHS09
Dgr

H372 (**)
H302
H318
H317
H411

650-048-00-7 reaction product of: borax, hydrogen pero-
xide, acetic acid anhydride and acetic acid

420-070-1 — Org. Perox. D
(****)
Acute Tox. 4 (*)
Acute Tox. 4 (*)
Acute Tox. 4 (*)
Skin Corr. 1A
Aquatic Acute 1

H242
H332
H312
H302
H314
H400

GHS02
GHS05 GHS07
GHS09
Dgr

H242
H332
H312
H302
H314
H400
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No Índice Denominación Química Internacional No CE No CAS

Clasificación Etiquetado
Límites de concen-
tración específicos y

factores M
Notas

Códigos de clase y
categoría de peli-

gro

Códigos
de indi-
caciones
de peli-
gro

Códigos de picto-
gramas y palabras
de advertencia

Códigos de
indicaciones
de peligro

Códigos de
indicaciones
de peligro
suplementa-

ria

650-049-00-2 2-alkoyloxyethyl hydrogen maleate, where
alkoyl represents (by weight) 70 to 85 %
unsaturated octadecoyl, 0.5 to 10 % satura-
ted octadecoyl, and 2 to 18 % saturated
hexadecoyl

417-960-5 — Skin Irrit. 2
Eye Dam. 1
Skin Sens. 1
Aquatic Acute 1
Aquatic Chro-
nic 1

H315
H318
H317
H400
H410

GHS05 GHS07
GHS09
Dgr

H315
H318
H317
H410

650-050-00-8 reaction mass of: 1-methyl-3-hydroxypropyl
3,5-[1,1-dimethylethyl]-4-hydroxydihydro-
cinnamate and/or 3-hydroxybutyl 3,5-[1,1-
dimethylethyl]-4-hydroxydihydrocinnamate;
1,3-butanediol bis[3-(3'-(1,1-dimethylethyl)
4'-hydroxy-phenyl)propionate] isomers;
1,3-butanediol bis[3-(3',5'-(1,1-dimethy-
lethyl)-4'-hydroxyphenyl)propionate] iso-
mers

423-600-8 — Aquatic Chro-
nic 2

H411 GHS09 H411

650-055-00-5 silver sodium zirconium hydrogenphosphate 422-570-3 155925-27-2 Aquatic Acute 1
Aquatic Chro-
nic 1

H400
H410

GHS09
Wng

H410
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Tabla 3.2

Lista armonizada de clasificación y etiquetado de sustancias peligrosas del Anexo I de la Directiva 67/548/CEE

No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

001-001-00-9 hydrogen 215-605-7 1333-74-0 F+; R12 F+
R: 12
S: (2-)9-16-33

001-002-00-4 aluminium lithium hydride 240-877-9 16853-85-3 F; R15 F
R: 15
S: (2-)7/8-24/25-43

001-003-00-X sodium hydride 231-587-3 7646-69-7 F; R15 F
R: 15
S: (2-)7/8-24/25-43

001-004-00-5 calcium hydride 232-189-2 7789-78-8 F; R15 F
R: 15
S: (2-)7/8-24/25-43

003-001-00-4 lithium 231-102-5 7439-93-2 F; R15
R14
C; R34

F; C
R: 14/15-34
S: (1/2-)8-43-45

003-002-00-X n-hexyllithium 404-950-0 21369-64-2 F; R15-17
R14
C; R35

F; C
R: 14/15-17-35
S: (1/2-)6-16-26-30-
36/37/39-43-45

004-001-00-7 beryllium 231-150-7 7440-41-7 Carc. Cat. 2;
R49
T+; R26
T; R25-48/23
Xi; R36/37/
38
R43

T+
R: 49-25-26-36/37/
38-43-48/23
S: 53-45

E
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

004-002-00-2 beryllium compounds with the exception of aluminium
beryllium silicates, and with those specified elsewhere in this
Annex

— — Carc. Cat. 2;
R49
T+; R26
T; R25-48/23
Xi; R36/37/
38
R43
N; R51-53

T+; N
R: 49-25-26-36/37/
38-43-48/23-51/53
S: 53-45-61

AE

004-003-00-8 beryllium oxide 215-133-1 1304-56-9 Carc. Cat. 2;
R49
T+; R26
T; R25-48/23
Xi; R36/37/
38
R43

T+
R: 49-25-26-36/37/
38-43-48/23
S: 53-45

E

005-001-00-X boron trifluoride 231-569-5 7637-07-2 R14
T+; R26
C; R35

T+; C
R: 14-26-35
S: (1/2-)9-26-28-36/
37/39-45

005-002-00-5 boron trichloride 233-658-4 10294-34-5 R14
T+; R26/28
C; R34

T+
R: 14-26/28-34
S: (1/2-)9-26-28-36/
37/39-45

005-003-00-0 boron tribromide 233-657-9 10294-33-4 R14
T+; R26/28
C; R35

T+; C
R: 14-26/28-35
S: (1/2-)9-26-28-36/
37/39-45

005-004-00-6 trialkylboranes — — F; R17
C; R34

F; C
R: 17-34
S: (1/2-)7-23-26-36/
37/39-43-45

A

005-005-00-1 trimethyl borate 204-468-9 121-43-7 R10
Xn; R21

Xn
R: 10-21
S: (2-)23-25
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

005-006-00-7 dibutyltin hydrogen borate 401-040-5 75113-37-0 T; R48/25
Xn; R21/22
Xi; R41
R43
N; R50-53

T; N
R: 21/22-41-43-48/
25-50/53
S: (1/2-)22-26-36/37-
45-60-61

005-009-00-3 tetrabutylammonium butyltriphenylborate 418-080-4 120307-06-4 R43
N; R50-53

Xi; N
R: 43-50/53
S: (2-)24-37-56-61

005-010-00-9 N,N-dimethylanilinium tetrakis(pentafluorophenyl)borate 422-050-6 118612-00-3 Carc. Cat. 3;
R40
Xn; R22
Xi; R38-41

Xn
R: 22-38-40-41
S: (2-)22-26-36/37/39

005-012-00-X diethyl{4-[1,5,5-tris(4-diethylaminophenyl)penta-2,4-dienyli-
dene]cyclohexa-2,5-dienylidene}ammonium butyltriphenyl-
borate

418-070-1 141714-54-7 R43
N; R50-53

Xi; N
R: 43-50/53
S: (2-)24-37-60-61

006-001-00-2 carbon monoxide 211-128-3 630-08-0 F+; R12
Repr. Cat. 1;
R61
T; R23-48/23

F+; T
R: 61-12-23-48/23
S: 53-45

E

006-002-00-8 phosgene;
carbonyl chloride

200-870-3 75-44-5 T+; R26
C; R34

T+
R: 26-34
S: (1/2-)9-26-36/37/
39-45

006-003-00-3 carbon disulphide 200-843-6 75-15-0 F; R11
Repr. Cat. 3;
R62-63
T; R48/23
Xi; R36/38

F; T
R: 11-36/38-48/23-
62-63
S: (1/2-)16-33-36/37-
45

Repr. Cat. 3; R62-63: C ≥ 1 %
T; R48/23: C ≥ 1 %
Xn; R48/20: 0,2 % ≤C < 1 %

006-004-00-9 calcium carbide 200-848-3 75-20-7 F; R15 F
R: 15
S: (2-)8-43

006-005-00-4 thiram (ISO);
tetramethylthiuram disulphide

205-286-2 137-26-8 Xn; R20/22-
48/22
Xi; R36/38
R43
N; R50-53

Xn; N
R: 20/22-36/38-43-
48/22-50/53
S: (2-)26-36/37-60-61

N; R50-53: C ≥ 2,5 %
N; R51-53: 0,25 % ≤ C < 2,5 %
R52-53: 0,025 % ≤ C < 0,25 %
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

006-006-00-X hydrogen cyanide;
hydrocyanic acid

200-821-6 74-90-8 F+; R12
T+; R26
N; R50-53

F+; T+; N
R: 12-26-50/53
S: (1/2-)7/9-16-36/
37-38-45-60-61

006-006-01-7 hydrogen cyanide ...%;
hydrocyanic acid ...%

200-821-6 74-90-8 T+; R26/27/
28
N; R50-53

T+; N
R: 26/27/28-50/53
S: (1/2-)7/9-36/37-
38-45-60-61

B

006-007-00-5 salts of hydrogen cyanide with the exception of complex
cyanides such as ferrocyanides, ferricyanides and mercuric
oxycyanide

— — T+; R26/27/
28
R32
N; R50-53

T+; N
R: 26/27/28-32-50/
53
S: (1/2-)7-28-29-45-
60-61

A

006-008-00-0 antu (ISO);
1-(1-naphthyl)-2-thiourea

201-706-3 86-88-4 T+; R28
Carc. Cat. 3;
R40

T+
R: 28-40
S: (1/2-)25-36/37-45

006-009-00-6 1-isopropyl-3-methylpyrazol-5-yl dimethylcarbamate;
isolan

204-318-2 119-38-0 T+; R27/28 T+
R: 27/28
S: (1/2-)28-36/37/39-
45

006-010-00-1 5,5-dimethyl-3-oxocyclohex-1-enyl dimethylcarbamate 5,5-
dimethyldihydroresorcinol dimethylcarbamate;
dimetan

204-525-8 122-15-6 T; R25 T
R: 25
S: (1/2-)36/37-45

006-011-00-7 carbaryl (ISO);
1-naphthyl methylcarbamate

200-555-0 63-25-2 Carc. Cat. 3;
R40
Xn; R22
N; R50

Xn; N
R: 22-40-50
S: (2-)22-24-36/37-
46-61

006-012-00-2 ziram (ISO);
zinc bis dimethyldithiocarbamate

205-288-3 137-30-4 T+; R26
Xn; R22-48/
22
Xi; R37-41
R43
N; R50-53

T+; N
R: 22-26-37-41-43-
48/22-50/53
S: (1/2-)22-26-28-36/
37/39-45-60-61

N; R50-53: C ≥ 0,25 %
N; R51-53: 0,025 % ≤ C <
0,25 %
R52-53: 0,0025 % ≤ C <
0,025 %
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

006-013-00-8 metam-sodium (ISO);
sodium methyldithiocarbamate

205-293-0 137-42-8 Xn; R22
R31
C; R34
R43
N; R50-53

C; N
R: 22-31-34-43-50/
53
S: (1/2-)26-36/37/39-
45-60-61

006-014-00-3 nabam (ISO);
disodium ethylenebis(N, N'-dithiocarbamate)

205-547-0 142-59-6 Xn; R22
Xi; R37
R43
N; R50-53

Xn; N
R: 22-37-43-50/53
S: (2-)8-24/25-46-60-
61

006-015-00-9 diuron (ISO);
3-(3,4-dichlorophenyl)-1,1-dimethylurea

206-354-4 330-54-1 Carc. Cat. 3;
R40
Xn; R22-48/
22
N; R50-53

Xn; N
R: 22-40-48/22-50/
53
S: (2-)13-22-23-37-
46-60-61

006-016-00-4 propoxur (ISO);
2-isopropyloxyphenyl N-methylcarbamate;
2-isopropoxyphenyl methylcarbamate

204-043-8 114-26-1 T; R25
N; R50-53

T; N
R: 25-50/53
S: (1/2-)37-45-60-61

006-017-00-X aldicarb (ISO);
2-methyl-2-(methylthio)propanal-O-(N-methylcarbamoyl)
oxime

204-123-2 116-06-3 T+; R26/28
T; R24
N; R50-53

T+; N
R: 24-26/28-50/53
S: (1/2-)22-36/37-45-
60-61

006-018-00-5 aminocarb (ISO);
4-dimethylamino-3-tolyl methylcarbamate

217-990-7 2032-59-9 T; R24/25
N; R50-53

T; N
R: 24/25-50/53
S: (1/2-)28-36/37-45-
60-61

006-019-00-0 di-allate (ISO);
S-(2,3-dichloroallyl)-N,N-diisopropylthiocarbamate

218-961-1 2303-16-4 Carc. Cat. 3;
R40
Xn; R22
N; R50-53

Xn; N
R: 22-40-50/53
S: (2-)25-36/37-60-61

006-020-00-6 barban (ISO);
4-chlorbut-2-ynyl N-(3-chlorophenyl)carbamate

202-930-4 101-27-9 Xn; R22
R43
N; R50-53

Xn; N
R: 22-43-50/53
S: (2-)24-36/37-60-61
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

006-021-00-1 linuron (ISO);
3-(3,4-dichlorophenyl)-1-methoxy-1-methylurea

206-356-5 330-55-2 Repr. Cat. 2;
R61
Repr. Cat. 3;
R62
Carc. Cat. 3;
R40
Xn; R22-48/
22
N; R50-53

T; N
R: 61-22-40-48/22-
62-50/53
S: 53-45-60-61

E

006-022-00-7 decarbofuran (ISO);
2,3-dihydro-2-methylbenzofuran-7-yl methylcarbamate

— 1563-67-3 T; R23/24/25 T
R: 23/24/25
S: (1/2-)13-36/37-45

006-023-00-2 mercaptodimethur (ISO);
methiocarb (ISO);
3,5-dimethyl-4-methylthiophenyl N-methylcarbamate

217-991-2 2032-65-7 T; R25
N; R50-53

T; N
R: 25-50/53
S: (1/2-)22-37-45-60-
61

006-024-00-8 proxan-sodium (ISO);
sodium O-isopropyldithiocarbonate

205-443-5 140-93-2 Xn; R22
Xi; R38
N; R51-53

Xn; N
R: 22-38-51/53
S: (2-)13-61

006-025-00-3 allethrin;
(RS)-3-allyl-2-methyl-4-oxocyclopent-2-enyl
(1RS,3RS;1RS,3SR)-2,2-dimethyl-3-(2-methylprop-1-enyl)
cyclopropanecarboxylate;
bioallethrin;
(RS)-3-allyl-2-methyl-4-oxocyclopent-2-enyl (1R,3R)-2,2-
dimethyl-3-(2-methylprop-1-enyl)cyclopropanecarboxylate;
[1]
S-bioallethrin;
(S)-3-allyl-2-methyl-4-oxocyclopent-2-enyl (1R,3R)-2,2-
dimethyl-3-(2-methylprop-1-enyl)cyclopropanecarboxylate;
[2]
esbiothrin;
(RS)-3-allyl-2-methyl-4-oxocyclopent-2-enyl (1R,3R)-2,2-
dimethyl-3-(2-methylprop-1-enyl)cyclopropanecarboxylate
[3]

209-542-4
[1]
249-013-5
[2]
-[3]

584-79-2 [1]
28434-00-6
[2]
84030-86-4
[3]

Xn; R20/22
N; R50-53

Xn; N
R: 20/22-50/53
S: (2-)36-60-61

C

006-026-00-9 carbofuran (ISO);
2,3-dihydro-2,2-dimethylbenzofuran-7-yl N-methylcarbamate

216-353-0 1563-66-2 T+; R26/28
N; R50-53

T+; N
R: 26/28-50/53
S: (1/2-)36/37-45-60-
61
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

006-028-00-X dinobuton (ISO);
2-(1-methylpropyl)-4,6-dinitrophenyl isopropyl carbonate

213-546-1 973-21-7 T; R25
N; R50-53

T; N
R: 25-50/53
S: (1/2-)37-45-60-61

006-029-00-5 dioxacarb (ISO);
2-(1,3-dioxolan-2-yl)phenyl N-methylcarbamate

230-253-4 6988-21-2 T; R25
N; R51-53

T; N
R: 25-51/53
S: (1/2-)37-45-61

006-030-00-0 EPTC (ISO);
S-ethyl dipropylthiocarbamate

212-073-8 759-94-4 Xn; R22 Xn
R: 22
S: (2-)23

006-031-00-6 formetanate (ISO);
3-[(EZ)-dimethylaminomethyleneamino]phenyl methylcarba-
mate

244-879-0 22259-30-9 T+; R26/28
R43
N; R50-53

T+; N
R: 26/28-43-50/53
S: (1/2-)24-28-37/39-
45-60-61

006-032-00-1 monolinuron (ISO);
3-(4-chlorophenyl)-1-methoxy-1-methylurea

217-129-5 1746-81-2 Xn; R22-48/
22
N; R50-53

Xn; N
R: 22-48/22-50/53
S: (2-)22-60-61

006-033-00-7 metoxuron (ISO);
3-(3-chloro-4-methoxyphenyl)-1,1-dimethylurea

243-433-2 19937-59-8 N; R50-53 N
R: 50/53
S: 60-61

006-034-00-2 pebulate (ISO);
N-butyl-N-ethyl-S-propylthiocarbamate

214-215-4 1114-71-2 Xn; R22
N; R51-53

Xn; N
R: 22-51/53
S: (2-)23-61

006-035-00-8 pirimicarb (ISO);
5,6-dimethyl-2-dimethylamino-pyrimidin-4-yl N,N-dimethyl-
carbamate

245-430-1 23103-98-2 T; R25
N; R50-53

T; N
R: 25-50/53
S: (1/2-)22-37-45-60-
61

006-036-00-3 benzthiazuron (ISO);
1-benzothiazol-2-yl-3-methylurea

217-685-9 1929-88-0 Xn; R22 Xn
R: 22
S: (2-)24/25

006-037-00-9 promecarb (ISO);
3-isopropyl-5-methylphenyl N-methylcarbamate

220-113-0 2631-37-0 T; R25
N; R50-53

T; N
R: 25-50/53
S: (1/2-)24-37-45-60-
61
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

006-038-00-4 sulfallate (ISO);
2-chloroallyl N,N-dimethyldithiocarbamate

202-388-9 95-06-7 Carc. Cat. 2;
R45
Xn; R22
N; R50-53

T; N
R: 45-22-50/53
S: 53-45-60-61

E

006-039-00-X tri-allate (ISO);
S—2,3,3-trichloroallyl diisopropylthiocarbamate

218-962-7 2303-17-5 Xn; R22-48/
22
R43
N; R50-53

Xn; N
R: 22-43-48/22-50/
53
S: (2-)24-37-60-61

006-040-00-5 3-methylpyrazol-5-yl-dimethylcarbamate;
monometilan

— 2532-43-6 T; R23/24/25 T
R: 23/24/25
S: (1/2-)13-45

006-041-00-0 dimethylcarbamoyl chloride 201-208-6 79-44-7 Carc. Cat. 2;
R45
T; R23
Xn; R22
Xi; R36/37/
38

T
R: 45-22-23-36/37/
38
S: 53-45

Carc. Cat. 2; R45: C ≥ 0,001 % E

006-042-00-6 monuron (ISO);
3-(4-chlorophenyl)-1,1-dimethylurea

205-766-1 150-68-5 Carc. Cat. 3;
R40
Xn; R22
N; R50-53

Xn; N
R: 22-40-50/53
S: (2-)36/37-60-61

006-043-00-1 3-(4-chlorophenyl)-1,1-dimethyluronium trichloroacetate;
monuron-TCA

— 140-41-0 Xi; R36/38
Carc. Cat. 3;
R40
N; R50-53

Xn; N
R: 36/38-40-50/53
S: (2-)36/37-60-61

006-044-00-7 isoproturon (ISO);
3-(4-isopropylphenyl)-1,1-dimethylurea

251-835-4 34123-59-6 Carc. Cat. 3;
R40
N; R50-53

Xn; N
R: 40-50/53
S: (2-)36/37-60-61

N; R50-53: C ≥ 2,5 %
N; R51-53: 0,25 % ≤ C < 2,5 %
R52-53: 0,025 % ≤ C < 0,25 %

006-045-00-2 methomyl (ISO);
1-(methylthio)ethylideneamino N-methylcarbamate

240-815-0 16752-77-5 T+;R28
N; R50-53

T+; N
R: 28-50/53
S: (1/2-)22-36/37-45-
60-61

006-046-00-8 bendiocarb (ISO);
2,2-dimethyl-1,3-benzodioxol-4-yl N-methylcarbamate

245-216-8 22781-23-3 T; R23/25
Xn; R21
N; R50-53

T; N
R: 21-23/25-50/53
S: (1/2-)22-36/37-45-
60-61
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006-047-00-3 bufencarb (ISO);
reaction mass of 3-(1-methylbutyl)phenyl N-methylcarbamate
and 3-(1-ethylpropyl)phenyl N-methylcarbamate

— 8065-36-9 T; R24/25
N; R50-53

T; N
R: 24/25-50/53
S: (1/2-)28-36/37-45-
60-61

006-048-00-9 ethiofencarb (ISO);
2-(ethylthiomethyl)phenyl N-methylcarbamate

249-981-9 29973-13-5 Xn; R22
N; R50-53

Xn; N
R: 22-50/53
S: (2-)60-61

006-049-00-4 dixanthogen;
O,O-diethyl dithiobis(thioformate)

207-944-4 502-55-6 Xn; R22 Xn
R: 22
S: (2-)24

006-050-00-X 1,1-dimethyl-3-phenyluronium trichloroacetate;
fenuron-TCA

— 4482-55-7 Xi; R38
N; R50-53

Xi; N
R: 38-50/53
S: (2-)60-61

006-051-00-5 ferbam (ISO);
iron tris(dimethyldithiocarbamate)

238-484-2 14484-64-1 Xi; R36/37/
38
N; R50-53

Xi; N
R: 36/37/38-50/53
S: (2-)60-61

006-052-00-0 formetanate hydrochloride;
3-(N,N-dimethylaminomethyleneamino)phenyl N-methylcar-
bamate

245-656-0 23422-53-9 T+; R26/28
R43
N; R50-53

T+; N
R: 26/28-43-50/53
S: (1/2-)24-28-37/39-
45-60-61

006-053-00-6 isoprocarb (ISO);
2-isopropylphenyl N-methylcarbamate

220-114-6 2631-40-5 Xn; R22
N; R50-53

Xn; N
R: 22-50/53
S: (2-)60-61

006-054-00-1 mexacarbate (ISO);
3,5-dimethyl-4-dimethylaminophenyl N-methylcarbamate

206-249-3 315-18-4 T+; R28
Xn; R21
N; R50-53

T+; N
R: 21-28-50/53
S: (1/2-)36/37-45-60-
61

006-055-00-7 xylylcarb (ISO);
3,4-dimethylphenyl N-methylcarbamate;
3,4-xylyl methylcarbamate;
MPMC

219-364-9 2425-10-7 Xn; R22
N; R50-53

Xn; N
R: 22-50/53
S: (2-)60-61

006-056-00-2 metolcarb (ISO);
m-tolyl methylcarbamate;
MTMC

214-446-0 1129-41-5 Xn; R22
N; R51-53

Xn; N
R: 22-51/53
S: (2-)61
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006-057-00-8 nitrapyrin (ISO);
2-chloro-6-trichloromethylpyridine

217-682-2 1929-82-4 Xn; R22
N; R51-53

Xn; N
R: 22-51/53
S: (2-)24-61

006-058-00-3 noruron (ISO);
1,1-dimethyl-3-(perhydro-4,7-methanoinden-5-yl)urea

— 2163-79-3 Xn; R22 Xn
R: 22
S: (2-)

006-059-00-9 oxamyl (ISO);
N',N'-dimethylcarbamoyl(methylthio)methylenamine N-
methylcarbamate;

245-445-3 23135-22-0 T+; R26/28
Xn; R21
N; R51-53

T+; N
R: 21-26/28-51/53
S: (1/2-)36/37-45-61

006-060-00-4 oxycarboxin (ISO);
2,3-dihydro-6-methyl-5-(N-phenylcarbamoyl)-1,4-oxothiine
4,4-dioxide

226-066-2 5259-88-1 Xn; R22
R52-53

Xn
R: 22-52/53
S: (2-)61

006-061-00-X S-ethyl N-(dimethylaminopropyl)thiocarbamatehydrochloride;
prothiocarb hydrochloride

243-193-9 19622-19-6 Xn; R22
N; R51-53

Xn; N
R: 22-51/53
S: (2-)61

006-062-00-5 methyl 3,4-dichlorophenylcarbanilate;
SWEP.

— 1918-18-9 Xn; R22 Xn
R: 22
S: (2-)

006-063-00-0 thiobencarb (ISO);
S-4-chlorobenzyl diethylthiocarbamate;

248-924-5 28249-77-6 Xn; R22
N; R50-53

Xn; N
R: 22-50/53
S: (2-)60-61

006-064-00-6 thiofanox (ISO);
3,3-dimethyl-1-(methylthio)butanone-O-(N-methylcarba-
moyl)oxime;

254-346-4 39196-18-4 T+; R27/28
N; R50-53

T+; N
R: 27/28-50/53
S: (1/2-)27-36/37-45-
60-61

006-065-00-1 3-chloro-6-cyano-bicyclo(2,2,1)heptan-2-one-O-(N-methyl-
carbamoyl)oxime;
triamid

— 15271-41-7 T+; R28
T; R24
N; R51-53

T+; N
R: 24-28-51/53
S: (1/2-)28-36/37-45-
61

006-066-00-7 vernolate (ISO);
S-propyl dipropylthiocarbamate;

217-681-7 1929-77-7 Xn; R22
N; R51-53

Xn; N
R: 22-51/53
S: (2-)61
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006-067-00-2 XMC;
3,5-xylyl methylcarbamate

— 2655-14-3 Xn; R22 Xn
R: 22
S: (2-)

006-068-00-8 diazomethane 206-382-7 334-88-3 Carc. Cat. 2;
R45

T
R: 45
S: 53-45

006-069-00-3 thiophanate-methyl (ISO);
1,2-di-(3-methoxycarbonyl-2-thioureido)benzene

245-740-7 23564-05-8 Muta. Cat. 3;
R68
Xn; R20
R43
N; R50-53

Xn; N
R: 20-43-50/53-68
S: (2-)36/37-46-60-61

006-070-00-9 furmecyclox (ISO);
N-cyclohexyl-N-methoxy-2,5-dimethyl-3-furamide;

262-302-0 60568-05-0 Carc. Cat. 3;
R40
N; R50-53

Xn; N
R: 40-50/53
S: (2-)36/37-60-61

006-071-00-4 cyclooct-4-en-1-yl methyl carbonate 401-620-8 87731-18-8 R43 Xi
R: 43
S: (2-)24-37

006-072-00-X prosulfocarb(ISO);
S-benzyl N,N-dipropylthiocarbamate;

401-730-6 52888-80-9 Xn; R22
R43
N; R51-53

Xn; N
R: 22-43-51/53
S: (2-)24-37-61

006-073-00-5 3-(dimethylamino)propylurea 401-950-2 31506-43-1 Xi; R41 Xi
R: 41
S: (2-)26-39

006-074-00-0 2-(3-(prop-1-en-2-yl)phenyl)prop-2-yl isocyanate 402-440-2 2094-99-7 T+; R26
C; R34
Xn; R48/20
R42/43
N; R50-53

T+; N
R: 26-34-42/43-48/
20-50/53
S: (1/2-)7-15-28-36/
37/39-38-45-60-61

006-076-00-1 mancozeb (ISO) — 8018-01-7 Xi; R37
R43

Xi
R: 37-43
S: (2-)8-24/25-46

006-077-00-7 maneb (ISO) 235-654-8 12427-38-2 Xi; R37
R43

Xi
R: 37-43
S: (2-)8-24/25-46
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006-078-00-2 zineb (ISO);
zinc ethylenebis(dithiocarbamate) (polymeric)

235-180-1 12122-67-7 Xi; R37
R43

Xi
R: 37-43
S: (2-)8-24/25-46

006-079-00-8 disulfiram;
tetraethylthiuramdisulfide

202-607-8 97-77-8 Xn; R22-48/
22
R43
N; R50-53

Xn; N
R: 22-43-48/22-50/
53
S: (2-)24-37-60-61

006-080-00-3 tetramethylthiuram monosulphide 202-605-7 97-74-5 Xn; R22
R43
N; R51-53

Xn; N
R: 22-43-51/53
S: (2-)24-26-37-61

006-081-00-9 zinc bis(dibutyldithiocarbamate) 205-232-8 136-23-2 Xi; R36/37/
38
R43
N; R50-53

Xi; N
R: 36/37/38-43-50/
53
S: (2-)24-37-60-61

006-082-00-4 zinc bis(diethyldithiocarbamate) 238-270-9 14324-55-1 Xn; R22
Xi; R36/37/
38
R43
N; R50-53

Xn; N
R: 22-36/37/38-43-
50/53
S: (2-)24-37-60-61

006-083-00-X butocarboxim (ISO);
3-(methylthio)-2-butanone O-[(methylamino)carbonyl]oxime

252-139-3 34681-10-2 R10
T; R23/24/25
Xi; R36
N; R50-53

T; N
R: 10-23/24/25-36-
50/53
S: (1/2-)36/37-45-60-
61

006-084-00-5 carbosulfan (ISO);
2,3-dihydro-2,2-dimethyl-7-benzofuryl [(dibutylamino)thio]
methylcarbamate;

259-565-9 55285-14-8 T; R23/25
R43
N; R50-53

T; N
R: 23/25-43-50/53
S: (1/2-)24-37-38-45-
60-61

006-085-00-0 fenobucarb (ISO);
2-butylphenyl methylcarbamate;

223-188-8 3766-81-2 Xn; R22
N; R50-53

Xn; N
R: 22-50/53
S: (2-)60-61

006-086-00-6 ethyl [2-(4-phenoxyphenoxy)ethyl]carbamate;
fenoxycarb

276-696-7 72490-01-8 N; R50-53 N
R: 50/53
S: 60-61
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006-087-00-1 2,3-dihydro-2,2-dimethyl-7-benzofuryl 2,4-dimethyl-6-oxa-
5-oxo-3-thia-2,4-diazadecanoate;
furathiocarb

265-974-3 65907-30-4 T+; R26
T; R25
Xn; R48/22
Xi; R36/38
R43
N; R50-53

T+; N
R: 25-26-36/38-43-
48/22-50/53
S: (1/2-)28-36/37-38-
45-60-61

006-088-00-7 benfuracarb;
ethyl N-[2,3-dihydro-2,2-dimethylbenzofuran-7-yloxycar-
bonyl(methyl)aminothio]-N-isopropyl- β-alaninate

— 82560-54-1 T; R23/25
N; R50-53

T; N
R: 23/25-50/53
S: (1/2-)36/37-45-60-
61

006-089-00-2 chlorine dioxide 233-162-8 10049-04-4 O; R8
R6
T+; R26
C; R34
N; R50

O; T+; N
R: 6-8-26-34-50
S: (1/2-)23-26-28-36/
37/39-38-45-61

N; R50: C ≥ 0,02 % 5

006-089-01-X chlorine dioxide . . . % 233-162-8 10049-04-4 T; R25
C; R34
N; R50

T; N
R: 25-34-50
S: (1/2-)23-26-28-36/
37/39-45-61

C; R34: C ≥ 10 %
Xi; R36/37/38: 3 % ≤ C < 10 %
Xi; R36: 0,3 % ≤ C < 3 %
N; R50: C ≥ 3 %

B

006-090-00-8 2-(3-iodoprop-2-yn-1-yloxy)ethyl phenylcarbamate 408-010-0 88558-41-2 Xn; R20
Xi; R41
R52-53

Xn
R: 20-41-52/53
S: (2-)22-26-39-61

007-001-00-5 ammonia, anhydrous 231-635-3 7664-41-7 R10 ⊗

T; R23
C; R34
N; R50

T; N
R: 10-23-34-50
S: (1/2-)9-16-26-36/
37/39-45-61

007-001-01-2 ammonia ....% 215-647-6 1336-21-6 C; R34
N; R50

C; N
R: 34-50
S: (1/2-)26-36/37/39-
45-61

C; R34: C ≥ 10 %
Xi; R36/37/38: 5 % ≤ C < 10 %

B

007-002-00-0 nitrogen dioxide; [1]
dinitrogen tetraoxide [2]

233-272-6
[1]
234-126-4
[2]

10102-44-0
[1]
10544-72-6
[2]

T+; R26
C; R34

T+
R: 26-34
S: (1/2-)9-26-28-36/
37/39-45

T+; R26: C ≥ 10 %
T; R23: 1 % ≤ C < 10 %
Xn; R20: 0,1 % ≤ C < 1 %

5
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007-003-00-6 chlormequat chloride (ISO);
2-chloroethyltrimethylammonium chloride

213-666-4 999-81-5 Xn; R21/22 Xn
R: 21/22
S: (2-)36/37

007-004-00-1 nitric acid ... % 231-714-2 7697-37-2 O; R8
C; R35

O; C
R: 8-35
S: (1/2-)23-26-36-45

C; R35: C ≥ 20 %
C; R34: 5 % ≤ C < 20 %
Footnote:
O; R8: C ≥ 70 %

B

007-006-00-2 ethyl nitrite 203-722-6 109-95-5 E; R2
Xn; R20/21/
22

E; Xn
R: 2-20/21/22
S: (2-)

007-007-00-8 ethyl nitrate 210-903-3 625-58-1 E; R2 ⊗ E
R: 2
S: (2-)23-24/25

007-008-00-3 hydrazine 206-114-9 302-01-2 R10
Carc. Cat. 2;
R45
T; R23/24/25
C; R34
R43
N; R50-53

T; N
R: 45-10-23/24/25-
34-43-50/53
S: 53-45-60-61

C; R34: C ≥ 10 %
Xi; R36/38: 3 % ≤ C < 10 %

E

007-009-00-9 dicyclohexylammonium nitrite 221-515-9 3129-91-7 Xn; R20/22 Xn
R: 20/22
S: (2-)15-41

Xn; R20/22: C ≥ 10 %

007-010-00-4 sodium nitrite 231-555-9 7632-00-0 O; R8
T; R25
N; R50

O; T; N
R: 8-25-50
S: (1/2-)45-61

T; R25: C ≥ 5 %
Xn; R22: 1 % ≤ C < 5 %

007-011-00-X potassium nitrite 231-832-4 7758-09-0 O; R8
T; R25
N; R50

O; T; N
R: 8-25-50
S: (1/2-)45-61

T; R25: C ≥ 5 %
Xn; R22: 1 % ≤ C < 5 %

007-012-00-5 N,N-dimethylhydrazine 200-316-0 57-14-7 F; R11
Carc. Cat. 2;
R45
T; R23/25
C; R34
N; R51-53

F; T; N
R: 45-11-23/25-34-
51/53
S: 53-45-61

E
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007-013-00-0 1,2-dimethylhydrazine — 540-73-8 Carc. Cat. 2;
R45
T; R23/24/25
N; R51-53

T; N
R: 45-23/24/25-51/
53
S: 53-45-61

Carc. Cat. 2; R45: C ≥ 0,01 % E

007-014-00-6 salts of hydrazine — — Carc. Cat. 2;
R45
T; R23/24/25
R43
N; R50-53

T; N
R: 45-23/24/25-43-
50/53
S: 53-45-60-61

AE

007-015-00-1 O-ethylhydroxylamine 402-030-3 624-86-2 F; R11
T; R23/24/
25-48/23
Xi; R36
R43
N; R50

F; T; N
R: 11-23/24/25-36-
43-48/23-50
S: (1/2-)16-26-36/37/
39-45-60-61

007-016-00-7 butyl nitrite 208-862-1 544-16-1 F; R11
T; R23/25

F; T
R: 11-23/25
S: (1/2-)16-24-45

007-017-00-2 isobutyl nitrite 208-819-7 542-56-3 F; R11
Carc. Cat. 2;
R45
Muta. Cat. 3;
R68
Xn; R20/22

F; T
R: 11-20/22-45-68
S: 53-45

E

007-018-00-8 sec-butyl nitrite 213-104-8 924-43-6 F; R11
Xn; R20/22

F; Xn
R: 11-20/22
S: (2-)16-24-46

007-019-00-3 tert-butyl nitrite 208-757-0 540-80-7 F; R11
Xn; R20/22

F; Xn
R: 11-20/22
S: (2-)16-24-46

007-020-00-9 pentyl nitrite; [1]
«amyl nitrite», mixed isomers [2]

207-332-7
[1]
203-770-8
[2]

463-04-7 [1]
110-46-3 [2]

F; R11
Xn; R20/22

F; Xn
R: 11-20/22
S: (2-)16-24-46
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007-021-00-4 hydrazobenzene;
1,2-diphenylhydrazine

204-563-5 122-66-7 Carc. Cat. 2;
R45
Xn; R22
N; R50-53

T; N
R: 45-22-50/53
S: 53-45-60-61

E

007-022-00-X hydrazine bis(3-carboxy-4-hydroxybenzensulfonate) 405-030-1 — Carc. Cat. 2;
R45
Xn; R22
C; R34
R43
R52-53

T
R: 45-22-34-43-52/
53
S: 53-45-61

E

007-023-00-5 sodium 3,5-bis(3-(2,4-di-tert-pentylphenoxy)propylcarba-
moyl)benzenesulfonate

405-510-0 — Xi; R38
R43

Xi
R: 38-43
S: (2-)24-37

007-024-00-0 2-(decylthio)ethylammonium chloride 405-640-8 36362-09-1 Xn; R48/22
Xi; R38-41
N; R50-53

Xn; N
R: 38-41-48/22-50/
53
S: (2-)26-36/37/39-
60-61

007-025-00-6 (4-hydrazinophenyl)-N-methylmethanesulfonamide hydroch-
loride

406-090-1 81880-96-8 Muta. Cat. 3;
R68
T; R25-48/25
R43
N; R50-53

T; N
R: 25-43-48/25-68-
50/53
S: (1/2-)22-36/37/39-
45-60-61

007-026-00-1 oxo-((2,2,6,6-tetramethylpiperidin-4-yl)amino)carbonylace-
tohydrazide

413-230-5 122035-71-6 Xi; R41
R43

Xi
R: 41-43
S: (2-)8-22-24-26-30-
37/39

007-027-00-7 1,6-bis(3,3-bis((1-methylpentylidenimino)propyl)ureido)
hexane

420-190-2 771478-66-1 C; R34
Xn; R21/22-
48/21
R43
N; R50-53

C; N
R: 21/22-34-43-48/
21-50/53
S: (1/2-)7-26-36/37/
39-45-60-61

008-001-00-8 oxygen 231-956-9 7782-44-7 O; R8 O
R: 8
S: (2-)17
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008-003-00-9 hydrogen peroxide solution ... % 231-765-0 7722-84-1 R5
O; R8
C; R35
Xn; R20/22

O; C
R: 5-8-20/22-35
S: (1/2-)17-26-28-36/
37/39-45

Xn; R20: C ≥ 50 %
Xn; R22: C ≥ 8 %
C; R35: C ≥ 70 %
C; R34: 50 % ≤ C < 70 %
Xi; R37/38: 35 % ≤ C < 50 %
Xi; R41: 8 % ≤ C < 50 %
Xi; R36: 5 % ≤ C < 8 %
Footnote:
O; R8: C ≥ 50 %
R5: C ≥ 70 %

B

009-001-00-0 fluorine 231-954-8 7782-41-4 R7 ⊗

T+; R26
C; R35

T+; C
R: 7-26-35
S: (1/2-)9-26-36/37/
39-45

009-002-00-6 hydrogen fluoride 231-634-8 7664-39-3 T+; R26/27/
28
C; R35

T+; C
R: 26/27/28-35
S: (1/2-)7/9-26-36/37/
39-45

009-003-00-1 hydrofluoric acid ... % 231-634-8 7664-39-3 T+; R26/27/
28
C; R35

T+; C
R: 26/27/28-35
S: (1/2-)7/9-26-36/
37-45

C; R35: C ≥ 7 %
C; R34: 1 % ≤ C < 7 %
Xi; R36: 0,1 % ≤ C < 1 %

B

009-004-00-7 sodium fluoride 231-667-8 7681-49-4 T; R25
Xi; R36/38
R32

T
R: 25-32-36/38
S: (1/2-)22-36-45

009-005-00-2 potassium fluoride 232-151-5 7789-23-3 T; R23/24/25 T
R: 23/24/25
S: (1/2-)26-45

009-006-00-8 ammonium fluoride 235-185-9 12125-01-8 T; R23/24/25 T
R: 23/24/25
S: (1/2-)26-45

009-007-00-3 sodium bifluoride;
sodium hydrogen difluoride

215-608-3 1333-83-1 T; R25
C; R34

T; C
R: 25-34
S: (1/2-)22-26-37-45

T; R25: C ≥ 10 %
Xn; R22: 1 % ≤ C < 10 %
C; R34: C ≥ 1 %
Xi; R36/38: 0,1 % ≤ C < 1 %
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009-008-00-9 potassium bifluoride;
potassium hydrogen difluoride

232-156-2 7789-29-9 T; R25
C; R34

T; C
R: 25-34
S: (1/2-)22-26-37-45

T; R25: C ≥ 10 %
Xn; R22: 1 % ≤ C < 10 %
C; R34: C ≥ 1 %
Xi; R36/38: 0,1 % ≤ C < 1 %

009-009-00-4 ammonium bifluoride;
ammonium hydrogen difluoride

215-676-4 1341-49-7 T; R25
C; R34

T; C
R: 25-34
S: (1/2-)22-26-37-45

T; R25: C ≥ 10 %
Xn; R22: 1 % ≤ C < 10 %
C; R34: C ≥ 1 %
Xi; R36/38: 0,1 % ≤ C < 1 %

009-010-00-X fluoroboric acid ... % 240-898-3 16872-11-0 C; R34 C
R: 34
S: (1/2-)26-27-45

C; R34: C ≥ 25 %
Xi; R36/38: 10 % ≤ C < 25 %

B

009-011-00-5 fluorosilicic acid ... % 241-034-8 16961-83-4 C; R34 C
R: 34
S: (1/2-)26-27-45

B

009-012-00-0 alkali fluorosilicates(Na); [1]
alkali fluorosilicates(K); [2]
alkali fluorosilicates(NH4) [3]

240-934-8
[1]
240-896-2
[2]
240-968-3
[3]

16893-85-9
[1]
16871-90-2
[2]
16919-19-0
[3]

T; R23/24/25 T
R: 23/24/25
S: (1/2-)26-45

T; R23/24/25: C ≥ 10 %
Xn; R20/21/22: 1 % ≤ C < 10 %

A

009-013-00-6 fluorosilicates, with the exception of those specified elsewhere
in this annex

— — Xn; R22 Xn
R: 22
S: (2-)13-24/25

Xn; R22: C ≥ 10 % A

009-014-00-1 lead hexafluorosilicate 247-278-1 25808-74-6 Repr. Cat. 1;
R61
Repr. Cat. 3;
R62
Xn; R20/22
R33
N; R50-53

T; N
R: 61-62-20/22-33-
50/53
S: 53-45-60-61

E
1

009-015-00-7 sulphuryl difluoride 220-281-5 2699-79-8 T; R23
Xn; R48/20
N; R50

T; N
R: 23-48/20-50
S: (1/2-)45-63-60-61
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

009-016-00-2 trisodium hexafluoroaluminate;
cryolite

237-410-6
239-148-8

13775-53-6
15096-52-3

T; R48/23/25
Xn; R20/22
N; R51-53

T; N
R: 20/22-48/23/25-
51/53
S: (1/2-)22-37-45-61

C

009-017-00-8 potassium mu-fluoro-bis(triethylaluminium) 400-040-2 12091-08-6 F; R11-14/15
C; R35
Xn; R20

F; C
R: 11-14/15-20-35
S: (1/2-)16-30-36/39-
43-45

009-018-00-3 magnesium hexafluorosilicate 241-022-2 16949-65-8 T; R25 T
R: 25
S: (1/2-)24/25-45

T; R25: C ≥ 10 %
Xn; R22: 1 % ≤ C < 10 %

011-001-00-0 sodium 231-132-9 7440-23-5 F; 15
R14
C; R34

F; C
R: 14/15-34
S: (1/2-)5-8-43-45

011-002-00-6 sodium hydroxide;
caustic soda

215-185-5 1310-73-2 C; R35 C
R: 35
S: (1/2-)26-37/39-45

C; R35: C ≥ 5 %
C; R34: 2 % ≤ C < 5 %
Xi; R36/38: 0,5 % ≤ C < 2 %

011-003-00-1 sodium peroxide 215-209-4 1313-60-6 O; R8
C; R35

O; C
R: 8-35
S: (1/2-)8-27-39-45

011-004-00-7 sodium azide 247-852-1 26628-22-8 T+; R28
R32
N; R50-53

T+; N
R: 28-32-50/53
S: (1/2-)28-45-60-61

011-005-00-2 sodium carbonate 207-838-8 497-19-8 Xi; R36 Xi
R: 36
S: (2-)22-26

011-006-00-8 sodium cyanate 213-030-6 917-61-3 Xn; R22
R52-53

Xn
R: 22-52/53
S: (2-)24/25-61

011-007-00-3 propoxycarbazone-sodium — 181274-15-7 N; R50-53 N
R: 50/53
S: 60-61

N; R50-53: C ≥ 2,5 %
N; R51-53: 0,25 % ≤ C < 2,5 %
R52-53: 0,025 % ≤ C < 0,25 %
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

012-001-00-3 magnesium powder (pyrophoric) 231-104-6 7439-95-4 F; R15-17 F
R: 15-17
S: (2-)7/8-43

012-002-00-9 magnesium, powder or turnings 231-104-6 — F; R11-15 F
R: 11-15
S: (2-)7/8-43

012-003-00-4 magnesium alkyls — — R14
F; R17
C; R34

F; C
R: 14-17-34
S: (1/2-)16-43-45

A

013-001-00-6 aluminium powder (pyrophoric) 231-072-3 7429-90-5 F; R15-17 F
R: 15-17
S: (2-)7/8-43

013-002-00-1 aluminium powder (stabilised) 231-072-3 — F; R15
R10 ⊗

F
R: 10-15
S: (2-)7/8-43

013-003-00-7 aluminium chloride, anhydrous 231-208-1 7446-70-0 C; R34 C
R: 34
S: (1/2-)7/8-28-45

013-004-00-2 aluminium alkyls — — R14
F; R17
C; R34

F; C
R: 14-17-34
S: (1/2-)16-43-45

A

013-005-00-8 diethyl(ethyldimethylsilanolato)aluminium 401-160-8 55426-95-4 F; R 15-17
R14
C; R35

F; C
R: 14/15-17-35
S: (1/2-)6-16-30-36/
39-43-45

013-006-00-3 (ethyl-3-oxobutanoato-O'1,O'3)(2-dimethylaminoethanolato)
(1-methoxypropan-2-olato)aluminium(III), dimerised

402-370-2 — R10
Xi; R41

Xi
R: 10-41
S: (2-)26-39

013-007-00-9 poly(oxo(2-butoxyethyl-3-oxobutanoato-O'1,O'3)aluminium) 403-430-0 — Xi; R41 Xi
R: 41
S: (2-)26-39
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

013-008-00-4 di-n-octylaluminium iodide 408-190-0 7585-14-0 R14
F; R17
C; R34
N; R50-53

F; C; N
R: 14-17-34-50/53
S: (1/2-)6-16-26-36/
37/39-43-45-60-61

013-009-00-X sodium((n-butyl)x(ethyl)y-1,5-dihydro)aluminate) x = 0.5, y =
1.5

418-720-2 — F; R11-15-17
R14
Xn; R20
C; R35

F; C
R: 11-14/15-17-20-
35
S: (1/2-)6-16-26-30-
36/37/39-43-45

014-001-00-9 trichlorosilane 233-042-5 10025-78-2 F+; R12
R14
F; R17
Xn; R20/22
R29
C; R35

F+; C
R: 12-14-17-20/22-
29-35
S: (2-)7/9-16-26-36/
37/39-43-45

Xn; R20/22: C ≥ 10 %
C; R35: C ≥ 10 %
C; R34: 5 % ≤ C < 10 %
Xi; R36/37/38: 1 % ≤ C < 5 %

014-002-00-4 silicon tetrachloride 233-054-0 10026-04-7 R14
Xi; R36/37/
38

Xi
R: 14-36/37/38
S: (2-)7/8-26

014-003-00-X dimethyldichlorosilane 200-901-0 75-78-5 F; R11
Xi; R36/37/
38

F; Xi
R: 11-36/37/38
S: (2-)

014-004-00-5 trichloro(methyl)silane;
methyltrichlorosilane

200-902-6 75-79-6 R14
F; R11
Xi; R36/37/
38

F; Xi
R: 11-14-36/37/38
S: (2-)26-39

Xi; R36/37/38: C ≥ 1 %

014-005-00-0 tetraethyl silicate;
ethyl silicate

201-083-8 78-10-4 R10
Xn; R20
Xi; R36/37

Xn
R: 10-20-36/37
S: (2-)

014-006-00-6 bis(4-fluorophenyl)-methyl-(1,2,4-triazol-4-ylmethyl)silane
hydrochloride

401-380-4 — Xi; R36
N; R51-53

Xi; N
R: 36-51/53
S: (2-)26-61

014-007-00-1 triethoxyisobutylsilane 402-810-3 17980-47-1 Xi; R38 Xi
R: 38
S: (2-)24
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No Índice Denominación Química Internacional No CE No CAS Clasificación Etiquetado Límites de concentración Notas

014-008-00-7 (chloromethyl)bis(4-fluorophenyl)methylsilane 401-200-4 85491-26-5 N; R51-53 N
R: 51/53
S: 61

014-009-00-2 isobutylisopropyldimethoxysilane 402-580-4 111439-76-0 R10
Xn; R20
Xi; R38

Xn
R: 10-20-38
S: (2-)25-26-36/37

014-010-00-8 disodium metasilicate 229-912-9 6834-92-0 C; R34
Xi; R37

C
R: 34-37
S: (1/2-)13-24/25-36/
37/39-45

014-011-00-3 cyclohexyldimethoxymethylsilane 402-140-1 17865-32-6 Xi; R38
N; R51-53

Xi; N
R: 38-51/53
S: (2-)24-61

014-012-00-9 bis(3-(trimethoxysilyl)propyl)amine 403-480-3 — Xi; R41
N; R51-53

Xi; N
R: 41-51/53
S: (2-)24-26-39-61

014-013-00-4 α-hydroxypoly(methyl-(3-(2,2,6,6-tetramethylpiperidin-4-
yloxy)propyl)siloxane)

404-920-7 — Xn; R21/22
C; R34
N; R51-53

C; N
R: 21/22-34-51/53
S: (1/2-)26-36/37/39-
45-61

014-014-00-X etacelasil (ISO);
6-(2-chloroethyl)-6-(2-methoxyethoxy)-2,5,7,10-tetraoxa-6-
silaundecane;

253-704-7 37894-46-5 Repr. Cat. 2;
R61
Xn; R22-48/
22

T
R: 61-22-48/22
S: 53-45

E

014-015-00-5 α-trimethylsilanyl-ω-trimethylsiloxypoly[oxy(methyl-3-(2-(2-
methoxypropoxy)propoxy)propylsilanediyl]- co-oxy(dimethyl-
silane))

406-420-4 69430-40-6 R53 R: 53
S: 61

014-016-00-0 reaction mass of: 1,3-dihex-5-en-1-yl-1,1,3,3-tetramethyldisi-
loxane;
1,3-dihex-n-en-1-yl-1,1,3,3-tetramethyldisiloxane

406-490-6 — N; R51-53 N
R: 51/53
S: 61

014-017-00-6 flusilazole (ISO);
bis(4-fluorophenyl)(methyl)(1H—1,2,4-triazol-1-ylmethyl)
silane

— 85509-19-9 Carc. Cat. 3;
R40
Repr. Cat. 2;
R61
Xn; R22
N; R51-53

T; N
R: 61-22-40-51/53
S: 53-45-61

E
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